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COVERSHEET

G-001
TOWN OF KILL DEVIL HILLS

DATUM NOTE:
VERTICAL DATUM REFERENCE:
NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD 88)

HORIZONTAL DATUM REFERENCE:
NORTH CAROLINA COORDINATE SYSTEM OF 1983
NAD 1983 (2001 HARN)

TOPOGRAPHICAL SURVEY INFORMATION:
THE TOPOGRAPHICAL INFORMATION WAS PREPARED BY:
AMERICAN ENGINEERING
830 GREENBRIER CIRCLE , SUITE 110
CHESAPEAKE, VIRGINIA 23320
PHONE: (757) 468-6800
FAX:       (757) 468-4966

TOPOGRAPHICAL SURVEY INFORMATION:
THE PLAN DOES NOT GUARANTEE THE EXISTENCE, SIZE, TYPE, LOCATION, ALIGNMENT
OR DEPTH OF ANY OR ALL UNDERGROUND UTILITIES OR OTHER FACILITIES. WHERE
SURFACE FEATURES (MANHOLES, CATCH BASINS, VALVES, ETC.) ARE UNAVAILABLE OR
INCONCLUSIVE, INFORMATION SHOWN MAY BE FROM UTILITY OWNERS RECORDS
AND/OR ELECTRIC LINE TRACING, THE RELIABILITY OF WHICH IS UNCERTAIN. THE
CONTRACTOR SHALL PERFORM PRIOR TO INSTALLING AFFECTED PIPES, WHATEVER
TEST EVACUATION OR OTHER INVESTIGATION IS NECESSARY TO VERIFY LOCATIONS
AND CLEARANCE AND SHALL REPORT IMMEDIATELY AND DISCREPANCIES TO
AMERICAN ENGINEERING, AT 1-757-468-6800.

UNDERGROUND UTILITIES AS
MARKED BY "UTILITY LOCATERS"

COMMUNICATIONS (ORANGE PAINT)
ELECTRIC (RED PAINT)
GAS (YELLOW PAINT)
IRRIGATION (PURPLE PAINT)
SEWER (GREEN PAINT)
WATER (BLUE PAINT)

Know what's below
Callbefore you dig.

North Carolina
One-Call Center Inc.

 *** 3 Days Before Digging ***
North Carolina 811

811 or 1-800-632-4949 (Toll Free)
Remote Ticket Entry

http://nc811.org/remoteticketentry.htm

WEST MARTIN STREET
INFRASTRUCTURE IMPROVEMENTS

KILL DEVIL HILLS - DARE COUNTY, NORTH CAROLINA
FOR THE

TOWN OF KILL DEVIL HILLS

Location Map, Scale: 1" = 500'
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American Engineering Associates - Southeast, P.A.
830 Greenbrier Circle   |   Suite 110
Chesapeake, Virginia  23320 (757) 468 - 6800

APPR. DATE

TOWN OF KILL DEVIL HILLS

TOWN OF KILL DEVIL HILLS

WEST MARTIN STREET
INFRASTRUCTURE IMPROVEMENTS

TOWN OF KILL DEVIL HILLS

DARE COUNTY, NORTH CAROLINA

SWaM Certification

NC Firm #

715559

Project #

Drawn by

Submittal Date

Sheet List Table

Sheet Number Sheet Title

G-001 COVERSHEET

G-002 OVERALL W. MARTIN ST.

G-003 OVERALL SWAN ST. & W. BAUM ST.

C-101 WEST MARTIN PLAN & PROFILE    STA 10+00 - STA 15+00

C-102 WEST MARTIN PLAN & PROFILE    STA 15+00 - STA 20+00

C-103 WEST MARTIN PLAN & PROFILE    STA 20+00 - STA 25+50

C-104 WEST MARTIN PLAN & PROFILE    STA 25+50 - STA 35+00

C-105 WEST MARTIN PLAN & PROFILE    STA 35+00 - STA 38+00

C-106 SWAN ST. PLAN          STA 11+00 - STA 21+00

C-107 SWAN ST. PLAN          STA 21+00 - STA 29+00 & W. BAUM ST

C-108 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN

C-109 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN

C-110 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN

C-111 EXISTING CONDITIONS

C-501 DETAILS

C-502 DETAILS

C-503 DETAILS

C-504 E AND S NOTES

C-505 E AND S NOTES

C-506 E AND S NOTES

TOPOGRAPHIC FEATURES

UTILITIES

MG
SS
TB
TC
EP

P 15.6 MG

MI

LEGEND
EXISTING PROPOSED

UNDERGROUND
UTILITY PAINT MARKINGS

MISCELLANEOUS

PROPERTY MARKERS
FOUND SET

FM

W

FM
SAN

05/13/2025 REV1 LAND DISTURBANCE NOTE ADDED TO CONSTRUCITON SCHEDULE

07/09/2025 REV2 ADDED GATE VALVE DETAIL. COLOR ADJUSTMENT FOR EXISTING CONDITIONS
IN LEGEND.

10/01/2025

10/01/2025

10/01/2025 REV3 REV. SWLK AT E. BAUM AND 6TH AVE TO SAVE TREE, ADD DWYS AT 1105 9TH AVE & 1201
7TH AVE. & UPDATED PVMT. OVERLAY AT 9TH AVE & W. MARTIN INTERSECTION



TBM: SQUARE ON TC
ELEVATION: 12.12

TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.55

TBM: CHIS SQ ON TC
ELEVATION: 11.47

TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.59

10+00 11+00 12+00 13+00 14+00 15+00 16+00 17+00 18+00 19+00 20+00 21+00 22+00 23+00 24+00 25+00

10
+0

0

11
+0

0

12
+0

0

20'

NOW OR FORMERLY
CULB, PATRICIA ANN
PARCEL #004484000

(D.B. 2267, PG. 0227)
LOT 1 BLK 35

500 W MARTIN ST

NOW OR FORMERLY
LINK, EUGENE M  TTEE

PARCEL #004492000
(D.B. 2227, PG. 0608)

LOT 10 BLK 35
1107 SIXTH AVE

NOW OR FORMERLY
GEORGE, CANDIS TTEE

PARCEL #009173000
(D.B. 1884, PG. 0443)

LOT 1 BLK 41
1106 SIXTH AVE

NOW OR FORMERLY
COOK, JAMES A

COOK, BEVERLY M
PARCEL #004525000

(D.B. 1559, PG. 0346)
LOT 10 BLK 41

1107 SEVENTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
JONES, DIANNE J

JONES, CHRISTOPHER K
PARCEL #027095000

(D.B. 2104, PG. 0781)
LOT 1  BLK 52

800 W MARTIN ST

NOW OR FORMERLY
LEE, BRENDA H

PARCEL #004599000
(D.B. 1980, PG. 0147)

LOT 9 & 10  BLK 52
1105 NINTH AVE

NOW OR FORMERLY
LBOONE, SANDRA JOHNSON

PARCEL #004614000
(D.B. 2657, PG. 0261)

LOT 1  BLK 57
900 W MARTIN ST
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NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004622000
(D.B. 2570, PG. 0554)

LOT 1  BLK 58
901 W MARTIN ST

NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004604000
(D.B. 1778, PG. 0133)

LOT 5-6  BLK 53
803 W MARTIN ST

NOW OR FORMERLY
ALY, MOHAMED A.
PARCEL #004601000
(D.B. 1874, PG. 0355)

LOT 1  BLK 53
801 W MARTIN ST

NOW OR FORMERLY
ROUNTREE, ELIZABETH WALKER

EVANS, A. RICHARD
PARCEL #004574000

(D.B. WB 12E, PG. 0137)
LOT 7  BLK 48

1201 EIGHTH AVE

NOW OR FORMERLY
FORREST ELVY K JR.

PARCEL #004568000
(D.B. WB 14E, PG. 0217)

LOT 1  BLK 48
701 W MARTIN ST

NOW OR FORMERLY
SHARP, AUDREY M.

PARCEL #004539000
(D.B. 1915, PG. 0373)

LOT 9  BLK 42
1201 SEVENTH AVE

NOW OR FORMERLY
ISAACS, RALEIGH H. SR.

ISAACS, PHYLLIS M.
PARCEL #004526000
(D.B. 1973, PG. 0323)

LOT 1  BLK 42
601 W MARTIN ST

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004501000
(D.B. 1969, PG. 0831)

LOT 10  BLK 36
1201 SIXTH AVE

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004493001
(D.B. 1969, PG. 0831)

LOT 1,2  BLK 36
1202 SWAN ST

NOW OR FORMERLY
POWELL, MARSHALL L. JR.

POWELL, JENNIFER
PARCEL #004466001
(D.B. 2096, PG. 0795)

LOT W PT 11-12  BLK 30
407 W MARTIN ST

NOW OR FORMERLY
GIBSON, JOHNNY W
GIBSON, MARTHA
PARCEL #004524000

(D.B. NA, PG. NA)
LOT 9 BLK 41

1105 SEVENTH AVE

NOW OR FORMERLY
JOYNER, DONALD R
JOYNER, DEBRA W

PARCEL #004523000
(D.B. 2207, PG. 08007)

LOT 8 BLK 41
1103 SEVENTH AVE

NOW OR FORMERLY
GRANDY, JOHN STEVEN

PARCEL #004560000
(D.B. 1849, PG. 0040)

LOT 2 BLK 47
1104 SEVENTH AVE

NOW OR FORMERLY
SCHRUMP, RONALD G

SCHRUMP, RAYMOND C
PARCEL #004561000

(D.B. WB18E, PG. 0690)
LOT 3 BLK 47

1102 SEVENTH AVE

NOW OR FORMERLY
MEACHAM, CHARLES E

PARCEL #004592000
(D.B. 1388, PG. 0012)

LOT 2A  BLK 52
1104 EIGHTH AVE

NOW OR FORMERLY
SMITH, SCOTT VITO

PARCEL #004567000
(D.B. WB23E, PG. 0119)

LOT 8-9  BLK 47
1105 EIGHTH AVE

NOW OR FORMERLY
SALINAS, MARCOS E

VOROBYEVE, TATIANA G
PARCEL #004518000
(D.B. 1920, PG. 0153)

LOT 2  BLK 41
1104 SIXTH AVE

NOW OR FORMERLY
GRAY, JESSICA H
PARCEL #004491000
(D.B. 2021, PG. 0622)

LOT 9  BLK 35
1105 SIXTH AVE
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SHEET C-101 SHEET C-102 SHEET C-103

TBM: PK NAIL IN POWER POLE
ELEVATION: 11.50

26+00 27+00 28+00 29+00 30+00 31+00 32+00 33+00 34+00 35+00 36+00 37+00 38+00 38+83

NOW OR FORMERLY
BATH ENTERPRISES, INC

PARCEL #004337000
(D.B. 1632, PG. 0179)

LOT 8-10 & PT 1-3 BLK, 8 SEC
1106 S CROATAN HWY

NOW OR FORMERLY
SAPLING LAND COMPANY, LLC

PARCEL #004379000
(D.B. 1717, PG. 0261)
LOT 1-R BLK 17 SEC
1106 BLUE JAY ST

NOW OR FORMERLY
MERAKLIS, HARRY JOHN

PARCEL #004387000
(D.B. 2690, PG. 0638)

LOT 10 BLK 17 SEC
1107 FOX ST

NOW OR FORMERLY
JOYCE, KEVIN

PARCEL #004413001
(D.B. 2461, PG. 0536)

LOT 1 BLK 23
1106 FOX ST

NOW OR FORMERLY
MATTHEWS, CHRISTIE HUDGINS  TTEE

PARCEL #004413000
(D.B. 2002, PG. 0856)

LOT 1 BLK 23
1107 CARDINAL ST

NOW OR FORMERLY
MWRITTENBERRY, EDWIN G  TTEE

PARCEL #004451000
(D.B. 2109, PG. 0687)

LOT 1 BLK 29
1106 CARDINAL ST

NOW OR FORMERLY
CASTRO, TOMAS

FARACCA, DANYELLE J
PARCEL #004456000

(D.B. 1549, PG. 0199)
LOT 10 BLK 29
1107 SWAN ST

NOW OR FORMERLY
READ, MARIE RUGGIERO

PARCEL #004466002
(D.B. 2456, PG. 0875)

LOT E PT 11-12  BLK 30
405 W MARTIN ST

NOW OR FORMERLY
MOONLIGHT BAY PROPERTIES LLC

PARCEL #004457000
(D.B. 2670, PG. 0229)

LOT 1  BLK 30
1200 CARDINAL ST

NOW OR FORMERLY
MERRILL, STUART
PARCEL #004429001
(D.B. 2690, PG. 0229)

LOT 13  BLK 24
1201 CARDINAL ST

NOW OR FORMERLY
RIDDLE, JACQUELINE H.

PARCEL #004418000
(D.B. 2329, PG. 0359)

LOT 1  BLK 24
1200 FOX ST

NOW OR FORMERLY
BLUE JAY ST KDH LLC

PARCEL #004418000
(D.B. 2694, PG. 0823)

LOT 9-15  BLK 18
0 W FOX ST

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY
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TBM
:

SURVEY TRAVERSE SPIKE

ELEVATIO
N:

11.50

TBM
:

CHIS SQ
 O

N TC

ELEVATIO
N:

TBM
:

ELEVATIO
N:

11+00 12+00 13+00 14+00 15+00 16+00 17+00 18+00 19+00 20+00

NOW OR FORMERLY
HEUNEMAN, WILLIAM

HEUNEMAN, KRISTIN LEIGH
PARCEL #004474000

(D.B. 2596, PG. 0361)
LOT 4 BLK 33
906 SWAN ST

NOW OR FORMERLY
CAMILLUCCI, SHARON G TRUSTEE

PARCEL #004475000
(D.B. 1649, PG. 0165)

LOT 5 BLK 33
908 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

PARCEL #004478000
(D.B. 2087, PG. 0837)

LOT 1 BLK 34
1000 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

INGRAM, IVY R
PARCEL #004478001

(D.B. 1359, PG. 0409)
LOT 2 BLK 34

1002 SWAN ST

NOW OR FORMERLY
O'HARA, KEVIN F  TTEE

O'HARA, KATHRYN A  TTEE
PARCEL #004479000

(D.B. 2720, PG. 0053)
LOT 3 BLK 34

1004 SWAN ST

NOW OR FORMERLY
DAVIDSON-PETERSON, SHARON H

PARCEL #004480000
(D.B. 0484, PG. 0304)

LOT 4 BLK 34
500 W AIRSTRIP RD

NOW OR FORMERLY
CUMMINGS, TODD SAMUEL

CUMMINGS, FRANCES R
PARCEL #004486000

(D.B. 2121, PG. 0656)
LOT 4 BLK 35

501 W AIRSTRIP RD

NOW OR FORMERLY
FLORES, JOSE FRANCISCO

PARCEL #004485001
(D.B. 2176, PG. 0396)

LOT 3 BLK 35
0 SWAN ST

NOW OR FORMERLY
MILTEER, RYAN C

MILTEER, MELISSA D
PARCEL #004485000

(D.B. 2513, PG. 0409)
LOT 2 BLK 35

1104 SWAN ST

NOW OR FORMERLY
LEITHAUSER, WILLIAM H
LEITHAUSER, MELISSA

PARCEL #004456009

NOW OR FORMERLY
CASTRO, TOMAS

FARACCA, DANYELLE J
PARCEL #004456000

NOW OR FORMERLY
FLORES, JOSE FRANCISCO

PARCEL #004456008

SHEET C-106 SHEET C-106

TBM
: CH. SQ

. TO
P O

F CURB

ELEVATIO
N:

11.66

21+00 22+00 23+00 24+00 25+00 26+00 27+00 28+00 29+00

13
+0

0

13
+5

0

NOW OR FORMERLY
BALLANCE, JESSICA MORGAN

PARCEL #004632000
(D.B. 2125, PG. 0449)

LOT 1 BLK 32
800 SWAN ST

NOW OR FORMERLY
RINEHART, RAYMOND DERECK

RINEHART, CATHERINE
PARCEL #004633000

(D.B. 1872, PG. 0220)
LOT 1 BLK 32
0 SWAN ST

NOW OR FORMERLY
FLOSSER, DANIEL S

PARCEL #004467000
(D.B. 2380, PG. 0438)

LOT 3 BLK 32
804 SWAN ST

NOW OR FORMERLY
WOLFF, CHRISTINE H

PARCEL #004468000
(D.B. 1994, PG. 0301)

LOT 4 BLK 32
806 SWAN ST

NOW OR FORMERLY
WHITE, JEREMY O

WHITE, AMY P
PARCEL #004469000

(D.B. 2287, PG. 0853)
LOT 5 BLK 32
808 SWAN ST

NOW OR FORMERLY
CONTE, DEBORAH ANN

MCVAY, LESLIE KATHLEEN
PARCEL #004472000

(D.B. 2154, PG. 0487)
LOT 1 BLK 33
900 SWAN ST

NOW OR FORMERLY
HARRIS, JACKIE L
HARRIS, BETTY S
PARCEL #004473000

(D.B. 2033, PG. 0162)
LOT 2 BLK 33
902 SWAN ST

NOW OR FORMERLY
BELMAN, EDNA G
PARCEL #004474003

(D.B. WB 18E, PG. 0231)
LOT 3 BLK 33
904 SWAN ST

NOW
 OR FORMERLY

BALLANCE, JESSICA MORGAN

PARCEL #004632000

2125, PG. 0449)

LOT 1 BLK 32

800 SW
AN ST

SHEET C-107
SHEET C-107

TBM
: CH. SQ

. TO
P O

F CURB

ELEVATIO
N:

11.66

27
+0

0

28
+0

010+00 11+00 12+00 13+00 13+50

NOW OR FORMERLY
BALLANCE, JESSICA MORGAN

PARCEL #004632000
(D.B. 2125, PG. 0449)

LOT 1 BLK 32
800 SWAN ST

NOW OR FORMERLY
SCOTT, JAMES R. III
SCOTT, RHIANA R

PARCEL #004631010
(D.B. 2350, PG. 0740)

LOT 10 BLK 32
801 SIXTH AVE

NOW OR FORMERLY
MARCHIK, BLAINE R

MICHAELS, CHRISTINA M
PARCEL #004634001

(D.B. 2736, PG. 0572)
LOT 1 BLK 31
706 SWAN ST

NOW OR FORMERLY
SHILINGBURG, RONALD L

SHILINGBURG, CRYSTAL M
PARCEL #004631080

(D.B. 2442, PG. 0246)
LOT 8 BLK 31
0 SIXTH AVE

SHEET C-107

V24031
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TBM: SQUARE ON TC
ELEVATION: 12.12

TBM: CHIS SQ ON TC
ELEVATION: 11.47

10+00 11+00 12+00 13+00 14+00 15+00

D

NI
NT

H 
AV

E.

EI
G

HT
H 

AV
E.

WEST MARTIN ST.

NOW OR FORMERLY
JONES, DIANNE J

JONES, CHRISTOPHER K
PARCEL #027095000

(D.B. 2104, PG. 0781)
LOT 1  BLK 52

800 W MARTIN ST

NOW OR FORMERLY
LEE, BRENDA H

PARCEL #004599000
(D.B. 1980, PG. 0147)

LOT 9 & 10  BLK 52
1105 NINTH AVE

NOW OR FORMERLY
LBOONE, SANDRA JOHNSON

PARCEL #004614000
(D.B. 2657, PG. 0261)

LOT 1  BLK 57
900 W MARTIN ST

NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004622000
(D.B. 2570, PG. 0554)

LOT 1  BLK 58
901 W MARTIN ST

NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004604000
(D.B. 1778, PG. 0133)

LOT 5-6  BLK 53
803 W MARTIN ST

NOW OR FORMERLY
ALY, MOHAMED A.
PARCEL #004601000
(D.B. 1874, PG. 0355)

LOT 1  BLK 53
801 W MARTIN ST

NOW OR FORMERLY
ROUNTREE, ELIZABETH WALKER

EVANS, A. RICHARD
PARCEL #004574000

(D.B. WB 12E, PG. 0137)
LOT 7  BLK 48

1201 EIGHTH AVE

NOW OR FORMERLY
5001 VIRGINIA BEACH BOULEVARD

ASSOCIATES LLC
PARCEL #004569000
(D.B. 2746, PG. 0842)

LOT 2  BLK 48
1202 SEVENTH AVE

NOW OR FORMERLY
SPAETH, YVONNE BUTCHER

PARCEL #004602000
(D.B. 2719, PG. 0859)

LOT 2&3  BLK 53
1202 EIGHTH AVE

REMOVE TREES

REMOVE TREE

REMOVE TREE

REMOVE TREE

G 11.3 MG

TW 11.20

P 11.83

G 11.0 MG

TW 11.44

P 11.73

P 11.42

TW 11.12

SW 10.7

TW 11.36

P 11.3 ±MG

P 11.6 ±MG
TW/FL 11.47

TW/FL 11.22

G 11.0 MG

TW 11.02

SW 10.8

P 11.42P 11.63

P 11.65 P 11.53*

G 11.4 MG
P 11.4 ±MG

TW/FL 11.30

P 11.3 ±MG

TW/FL 11.20

P 11.44*

P 11.13*

SW 10.6 MG

SW 10.6 MG

TW 11.26

P 11.16

SW 10.9

P 11.58
G 11.5

SW 10.9

G 11.8 MG

SW 10.7 MG

P 11.86
G 11.7

P 11.72
G 11.5

P 11.78
FL 11.66

P 11.71
P 11.82P 11.78 P 11.74

G 11.5

P 11.71

G 11.5

G 11.8 MGSW 11.2 HP
SW 11.5

G 11.6 MG

G 11.8 MG

SW 11.2
SW 11.0

G 11.7 MG

G 11.7 MG G 11.9 MG

SW 10.8 SW 11.2

A2

A2 (NCDOT 840.15 DROP INLET)
RIM=10.84
INV = 8.87 (P1)
INV = 8.87 (P2)

(P2) 18' - 12"
SOCK DRAIN @ 0.20%

A3

A3 (MH-2)
RIM=11.60
INV = 8.83 (P2)
INV = 8.83 (P3)

(P3) 17' - 12" SOCK DRAIN @ 0.20%

(N), 11.12(S)

CLEARING LIMITS,
TYP.

G 11.5 MG

P 11.79

SW 11.0 HP

TW 11.50

TW 11.58

CONTRACTOR TO LOCATE
ELECTRIC CONDUIT PRIOR TO
STORM INSTALLATION.

TW 11.30 TW/FL 11.55

CONTRACTOR TO
COORDINATE THE REMOVAL
LANDSCAPING AND FENCING

WITH HOMEOWNER.

P 11.35

TW 11.38

TW 11.28

TW 10.98

TW 11.21

G 11.3 MG

PIPE END
INV 8.80

NEW PIPE TO
CONNECT TO

EXISTING
STRUCTURE

(P1) 129' - 12"
SOCK DRAIN @ 0.20%

A1 (NCDOT 840.15 DROP INLET)
RIM=10.70
INV = 9.13 (P1)

A1

(N), 11.36(S)

FL 11.10
P 11.18

CLEARING LIMITS, TYP.

RELOCATE SIGN TO SUIT

REMOVE AND DO
NOT REPLACE SIGN

RELOCATE SIGN
TO SUIT

SW 11.0

R21.85'

R25.00'

R25.00'

R25.00'

R25.00'

R25.00'

2' CURB &
GUTTER, TYP.

5' CONC.
SIDEWALK

5'

G 11.8 MG

PROJECTED EDGE
OF ULTIMATE
PAVEMENT WIDTH
(TYP.)

2' STONE
SHOULDER (TYP.)

P 11.31

P 11.73

P 11.56

P 11.31

REMOVE GRAVEL (TYP.)

REMOVE TREE

CONTROL JOINT ACROSS
DRIVEWAY, TYP.

TREE TO REMAIN

G 11.7 MG

SW 10.8

P 11.60
G 11.5

G 11.7 MG
RELOCATE

SIGN TO SUIT
SW 10.8

REMOVE AND REPLACE
FIRE HYDRANT

8"x6" TEE
6" DI WATER

6" GATE VALVE
FIRE HYDRANT

P 11.73
MG P 11.75

MG

FL 11.52
FL 11.58

P 11.65 MG
S:S= 3:1

6' WIDE CROSSWALK,
2' BAR WIDTH,
HI-VISIBILITY
THERMOPLASTIC, TYP.

P 11.87*
P 11.72

P 11.57*

P 11.51

P 11.58
P 11.43 P 11.68

P 11.29*

P 11.50
P 11.25*

P 10.99 MG
P 10.95 MG

P 11.13*

P 11.31*

WIPE DOWN CURB IN 2' IN
RUN ON CONDITIONS, TYP.

WIPE DOWN CURB IN 1'
IN RUN OFF CONDITIONS, TYP.

TO PROVIDE PROPER COVER
OVER THE PIPE, PIPE TO BE
SHIFTED 1' SOUTH INSIDE
STRUCTURE.

P 11.75
MG

P 11.74
MG

FL 11.33

FL 11.42

REMOVE AND
REPLACE FH
8"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

REMOVE AND
REPLACE
2" BALL VALVE
6" GATE VALVE
8" GATE VALVE

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

RELOCATE SIGN
TO SUIT

6" THICK
CONCRETE
DRIVEWAY

D

D

SHEET C-101

P 11.75
TW 11.52

TW 11.44

P 10.72
P 10.78

G 11.4 MG G 11.3 MG

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT THICKNESS AND
MAINTAIN EXISTING CROSS SLOPE, EXCEPT WHERE
PROPOSED GRADES ARE SHOWN ALONG THE ROAD
CENTERLINE.  WHERE THESE PROPOSED GRADES ARE
SHOWN, TRANSITION TO/FROM CONSTANT THICKNESS ALONG
ROADWAY 25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE ENGINEER.

WEST MARTIN STREET: 3" PAVEMENT OVERLAY, INSTALLED IN
TWO 1 12 LIFTS (EXCEPT WHERE OTHERWISE NOTED BY AN
ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND: NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS
WILL HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED
BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE
PROVIDED AT ALL EXISTING AND PROPOSED
PIPE ENDS.

EROSION AND SEDIMENT CONTROL NOTES:

* TRANSITION NOTE TO CONNECT EXISTING 2" PVC TO WM

A. EXISTING 8"X6", 6”X6” TEE OR CROSS, IF NOT ALREADY
PRESENT, INSTALL 1.5' OF 6” PVC C900

B. 6”X2” TAPPED CAP ON 6” WM
C. 2” BRASS NIPPLE MIP X MIP
D. 2” BRASS BALL VALVE FIP X FIP
E. 2” MIP X BRASS COMPRESSION (FORD PACK JOINT

COUPLING C87-77-NL)
F. CONTINUE WITH 2” SCHEDULE 80
G. (2)  2”- 90° ELBOW WITH PACK JOINTS (FORD PACK EII

COUPLING L77-77-NL), AS REQUIRED TO TIE TO
EXISTING 2” PVC WM

H. INSTALL A ROMAC 511 COUPLING AS REQ'D TO TIE NEW
2" SCHEDULE 80 PIPE TO EX. 2" THIN WALL PVC PIPE

V24031
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SECTION D-D
NOT TO SCALE

2' ABC SHOULDER
(WHERE SHOWN ON PLANS)

1" SAND LAYER

4.0%

6:1 MIN

TOP OF STONE TO BE
2" BELOW FINISHED
OVERLAY GRADE

EXIST. PVMT.

3" ASPHALT CONCRETE **
SURFACE COURSE OVERLAY,
NCDOT TYPE SF9.5A

6" ABC

2' WIDE BOTTOM

1' DEEP
MAX.

6:1 MIN

VARIABLE WIDTHVARIABLE WIDTH

MG

10
/01

/20
25
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TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.55

16+00 17+00 18+00 19+00 20+00

SE
VE

NT
H 

AV
E.

WEST MARTIN ST.

NOW OR FORMERLY
COOK, JAMES A

COOK, BEVERLY M
PARCEL #004525000

(D.B. 1559, PG. 0346)
LOT 10 BLK 41

1107 SEVENTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
FORREST ELVY K JR.

PARCEL #004568000
(D.B. WB 14E, PG. 0217)

LOT 1  BLK 48
701 W MARTIN ST

NOW OR FORMERLY
SHARP, AUDREY M.

PARCEL #004539000
(D.B. 1915, PG. 0373)

LOT 9  BLK 42
1201 SEVENTH AVE

NOW OR FORMERLY
ISAACS, RALEIGH H. SR.

ISAACS, PHYLLIS M.
PARCEL #004526000
(D.B. 1973, PG. 0323)

LOT 1  BLK 42
601 W MARTIN ST

NOW OR FORMERLY
GIBSON, JOHNNY W
GIBSON, MARTHA
PARCEL #004524000

(D.B. NA, PG. NA)
LOT 9 BLK 41

1105 SEVENTH AVE

NOW OR FORMERLY
JOYNER, DONALD R
JOYNER, DEBRA W

PARCEL #004523000
(D.B. 2207, PG. 08007)

LOT 8 BLK 41
1103 SEVENTH AVE

NOW OR FORMERLY
GRANDY, JOHN STEVEN

PARCEL #004560000
(D.B. 1849, PG. 0040)

LOT 2 BLK 47
1104 SEVENTH AVE

NOW OR FORMERLY
SCHRUMP, RONALD G

SCHRUMP, RAYMOND C
PARCEL #004561000

(D.B. WB18E, PG. 0690)
LOT 3 BLK 47

1102 SEVENTH AVE

NOW OR FORMERLY
5001 VIRGINIA BEACH BOULEVARD

ASSOCIATES LLC
PARCEL #004569000
(D.B. 2746, PG. 0842)

LOT 2  BLK 48
1202 SEVENTH AVE

NOW OR FORMERLY
JOHNSON, RHONDA R

PARCEL #004538000
(D.B. 2720, PG. 0743)

LOT 8  BLK 42
1203 SEVENTH AVE

NOW OR FORMERLY
SMITH, SCOTT VITO

PARCEL #004567000
(D.B. WB23E, PG. 0119)

LOT 8-9  BLK 47
1105 EIGHTH AVE

REMOVE TREES

REMOVE TREES

G 11.3 MG G 11.2 MG

TW 11.65

TW 11.10

SW 10.7 SW 11.0 G 12.2 G 12.0 MG

P 11.88*

P 11.70
P 12.08

TW 11.60

SW 11.4

G 11.4 MG

SW 11.2 HP

P 11.65

TW 11.48

TW 11.40

TW 11.18

G 11.3 MG

TW 11.32

SW 11.0 HP

P 11.75

TW 11.42

SW 10.9

P 11.67
SW 11.1

TW 11.37

TW 11.45
G 12.3 MG TW 11.68

A5 (NCDOT 840.15 DROP INLET)
RIM=11.12
INV = 8.25 (P5)

A4 (NCDOT 840.15 DROP INLET)
RIM=10.67
INV = 8.41 (P4)

A6 (NCDOT 840.15 DROP INLET)
RIM=10.90
INV = 8.02 (P4)
INV = 8.02 (P5)
INV = 8.02 (P47)

(P4) 156' - 12" SOCK DRAIN @ 0.25%

(P5) 77' - 12"
HDPE @ 0.30%

A5

A4 A6

P 11.89

G 11.7

P 11.80
G 11.7

P 11.84
G 11.7

P 11.80
G 11.7

P 11.85
G 11.6

P 11.88*
G 11.8

P 12.03
G 11.8

P 12.07
G 11.9

G 11.9 MG

SW 10.9 SW 11.3 HP

G 11.4 MG

SW 11.0

G 11.7 MG

SW 11.0

G 11.7 MG
G 11.5 MG

SW 11.3 HP

G 11.8 G 11.8
G 12.1

SW 11.2

SW 11.2

CLEARING LIMITS,
TYP.

(N), 11.00(S)
TC/FL 11.60

(N), 11.23(S)

(N), 11.45(S)

CONTRACTOR TO COORDINATE
REMOVAL OF LANDSCAPE WOOD
PRIOR TO SIDEWALK INSTALLATION.

SS=3:1RELOCATE
SIGN TO SUIT

CLEARING LIMITS,
TYP.CLEARING LIMITS,

TYP.

A55

A55 (15" FES)
INV = 7.54 (P49)

(P49) 78' - 15"
SOCK DRAIN @ 0.20%

A54 ( NCDOT 840.15 DROP INLET)
RIM=11.70
INV = 7.70 (P47)
INV = 7.70 (P49) A54

(P47) 162' - 15"
SOCK DRAIN @ 0.20%

REMOVE
EXISTING TREE

REMOVE EXISTING
TREES

CLEARING LIMITS
FOR THE

INSTALLATION OF
PROPOSED PIPE

P 12.28

P 12.10

P 12.35
MG

P 12.21
MG

FL 12.02

FL 12.20

SW 12.0

OPEN CUT AND REPLACE
APRON OF EXISTING

CONCRETE DRIVEWAY

SW 11.6

R25.00'
R25.00'

R20.00'

R25.00'

5' CONC.
SIDEWALK

CONTRACTOR TO LOCATE EX. WATERMAIN PRIOR TO STORM INSTALLATION.
WATERMAIN TO BE OFFSET WITH 18" OF VERTICAL SEPARATION.

PROJECTED EDGE OF
ULTIMATE PAVEMENT
WIDTH (TYP.)

SW 11.6

G 9.7

S:S=3:1

G 8.8 MG

G 8.3 MG

G MGG MG

2' STONE
SHOULDER (TYP.)

P 11.86
G 11.8

SW 10.8

P 11.65

P 11.67 MG

P 11.52 MG

P 11.62

P 11.82

P 11.94

REMOVE GRAVEL (TYP.)

REMOVE AND REPLACE
8" GATE VALVE
(2) 2" BALL VALVE
SEE TRANSITION NOTE
(THIS SHEET)

SW 11.7

G 12.2
MG

G 12.4
MG

INSTALL 81 SF
OF SOD TO
AVOID TOP OF
BANK EROSION

HAND DIG AROUND TREES FOR
DITCH INSTALLATION. TREES

TO REMAIN IF POSSIBLE.

G 11.5 MG

REMOVE BUSHES
NECESSARY TO
DIG DITCH

6' WIDE CROSSWALK, 2' BAR WIDTH,
HI-VISIBILITY THERMOPLASTIC, TYP.

P 12.14*
P 11.89*

P 11.67P 11.54

P 11.70

P 11.85
P 11.65

P 11.70
P 11.90

P 11.82

FL 11.62

P 11.44 MG

G 11.7

P 11.94*

P 11.68

P 11.40

P 11.36

P 11.82

SW 11.4

P 11.65*

G 12.0 MG

G 12.1 MG

P 11.72
TW 11.76

A5.1 (NCDOT 840.15
DROP INLET)
RIM=11.76
INV = 8.38 (P48)

(P48) 20' - 10"
HDPE @ 0.40%

(W), 12.09(E)

A5.1

WIPE DOWN CURB IN 1' IN
RUN OFF CONDITIONS, TYP.

WIPE DOWN CURB IN 2'
IN RUN ON CONDITIONS, TYP.

CONNECT PIPE
WITH INSERTA TEE

P 11.92
MG

P 12.09*

FL 11.83

8"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

HAND DIG AROUND TREE FOR
DITCH INSTALLATION. TREES
TO REMAIN, IF POSSIBLE.

STOP SIGN (R1-1)

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

RELOCATE SIGN
TO SUIT

SIGN (TO REMAIN)

CONC. FLUME
L=3.5', INV 11.15

D

D

SHEET C-101
P 11.83 P 11.82

P 11.25 MG

P 11.40 MG

FL 11.36FL 11.21

SW 10.9

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT THICKNESS AND
MAINTAIN EXISTING CROSS SLOPE, EXCEPT WHERE
PROPOSED GRADES ARE SHOWN ALONG THE ROAD
CENTERLINE.  WHERE THESE PROPOSED GRADES ARE
SHOWN, TRANSITION TO/FROM CONSTANT THICKNESS ALONG
ROADWAY 25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE ENGINEER.

WEST MARTIN STREET: 3" PAVEMENT OVERLAY, INSTALLED IN
TWO 1 12 LIFTS (EXCEPT WHERE OTHERWISE NOTED BY AN
ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND:

NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL HAVE
INLET PROTECTION VIA NON-WOVEN GEOTEXTILE
UNDER GRATE, SECURED BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED AT
ALL EXISTING AND PROPOSED PIPE ENDS.

* TRANSITION NOTE TO CONNECT EXISTING 2" PVC TO WM

A. EXISTING 8"X6", 6”X6” TEE OR CROSS, IF NOT ALREADY
PRESENT, INSTALL 1.5' OF 6” PVC C900

B. 6”X2” TAPPED CAP ON 6” WM
C. 2” BRASS NIPPLE MIP X MIP
D. 2” BRASS BALL VALVE FIP X FIP
E. 2” MIP X BRASS COMPRESSION (FORD PACK JOINT

COUPLING C87-77-NL)
F. CONTINUE WITH 2” SCHEDULE 80
G. (2)  2”- 90° ELBOW WITH PACK JOINTS (FORD PACK EII

COUPLING L77-77-NL), AS REQUIRED TO TIE TO
EXISTING 2” PVC WM

H. INSTALL A ROMAC 511 COUPLING AS REQ'D TO TIE NEW
2" SCHEDULE 80 PIPE TO EX. 2" THIN WALL PVC PIPE

V24031
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TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.59

20+00 21+00 22+00 23+00 24+00 25+00

10
+0

0

11
+0

0

W

W

SI
XT

H 
AV

E.

SW
AN

 S
T.

WEST MARTIN ST.

NOW OR FORMERLY
CULB, PATRICIA ANN
PARCEL #004484000

(D.B. 2267, PG. 0227)
LOT 1 BLK 35

500 W MARTIN ST

NOW OR FORMERLY
LINK, EUGENE M  TTEE

PARCEL #004492000
(D.B. 2227, PG. 0608)

LOT 10 BLK 35
1107 SIXTH AVE

NOW OR FORMERLY
GEORGE, CANDIS TTEE

PARCEL #009173000
(D.B. 1884, PG. 0443)

LOT 1 BLK 41
1106 SIXTH AVE
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W
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R 
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 D
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 35
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W
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T

ISAACS, RALEIGH H. SR.
ISAACS, PHYLLIS M.

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004501000
(D.B. 1969, PG. 0831)

LOT 10  BLK 36
1201 SIXTH AVE

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004493001
(D.B. 1969, PG. 0831)

LOT 1,2  BLK 36
1202 SWAN ST

NOW OR FORMERLY
POWELL, MARSHALL L. JR.

POWELL, JENNIFER
PARCEL #004466001
(D.B. 2096, PG. 0795)

LOT W PT 11-12  BLK 30
407 W MARTIN ST

NOW OR FORMERLY
SALINAS, MARCOS E

VOROBYEVE, TATIANA G
PARCEL #004518000
(D.B. 1920, PG. 0153)

LOT 2  BLK 41
1104 SIXTH AVE

NOW OR FORMERLY
GRAY, JESSICA H
PARCEL #004491000
(D.B. 2021, PG. 0622)

LOT 9  BLK 35
1105 SIXTH AVE
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 D
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REMOVE TREE
REMOVE
TREES

REMOVE TREES
REMOVE TREES

REMOVE TREE

REMOVE TREES
P 12.19 MG G 12.15 MG

G 11.5

P 12.12
P 11.93

G 11.6 MG

G 11.5

TW 11.27

P 11.28
TC 11.65

P 11.47P 11.49

TW/FL 11.35 TW/FL 11.27TW 11.45

G 11.9 MG

TW 11.60

P 11.39

G 11.2 MG

P 11.33P 11.50

P 11.56 MG

P 11.59 MG

TW/FL 11.12

SW 11.7

SW 11.4

P 11.84FL/P 11.85

TW 11.53 P 11.10*

SW 10.8

TW 11.00

TW 11.46
TW/FL 11.38

P 11.62

G 11.1
MG

P 
11

.2
6 

M
G

P 
11

.0
0 

M
G

P 
11

.0
3

P 
11

.0
3*

G
 1

1.
3 

M
G

P 
11

.0
0*

TW
 1

0.
70

TW
 1

0.
78

SW 10.8

TW 11.08

TW 11.04
TW 10.96

TW
 1

0.
88

TW
/F

L 
10

.8
0

TW
 1

1.
05

TW
/F

L 
10

.9
7

TW 11.68

A7 (NCDOT 840.15 DROP INLET)
RIM=11.40
INV = 8.70 (P6)

A8 (NCDOT 840.15 DROP INLET)
RIM=11.35
INV = 8.45 (P6)
INV = 8.45 (P7)

A11 (NCDOT 840.15 DROP INLET)
RIM=10.80
INV = 7.78 (P9)
INV = 7.78 (P10)

A14 (NCDOT 840.15 DROP INLET)
RIM=10.50
INV = 7.20 (P58)

(P6) 101' - 12"
HDPE @ 0.25% (P7) 92' - 12" SOCK DRAIN @ 0.25%

(P10) 65' - 15"

HDPE @ 0.80%

(P
12

) 5
8'

 - 
15

"
SO

C
K 

D
R

AI
N

 @
 0

.2
0%

A7 A8 A11

A14

P 12.02
G 11.8

P 11.94G 11.7

SW 11.2 SW 10.9

TW
 1

0.
80

P 11.12*

P 11.74

FL 11.22
P 11.30

TW
11.14

TW 12.11
TW 12.00

TW 11.92

FL/TW 12.03

(N), 11.73(S)

P 11.52 MG

P 11.58 MG

TW 11.43

TW 11.35

TW 11.20

A9

A9 (NCDOT 840.15 DROP INLET)
RIM=11.10
INV = 8.22 (P7)
INV = 8.22 (P8)

(P8) 44' - 12"
SOCK DRAIN @ 0.25%

A10

A10 (NCDOT 840.15 DROP INLET)
RIM=11.09
INV = 8.11 (P8)
INV = 8.11 (P9)

(P9) 132' - 12"
SOCK DRAIN @ 0.25%

RELOCATE SIGN TO SUIT
CLEARING LIMITS,
TYP.

CLEARING LIMITS,
TYP.

R25.00'

R25.00' R25.00'
R25.00'

R25.00'

CLEARING LIMITS,
TYP.

2' CURB & GUTTER
(TYP.)

REMOVE AND
REPLACE
EXISTING CURB
AND GUTTER.

5' CONC.
SIDEWALK

5'

CONTRACTOR TO LOCATE EX. WATERMAIN
PRIOR TO STORM INSTALLATION. IF IN

CONFLICT, WATER TO BE OFFSET WITH 18"
OF VERTICAL SEPARATION.

G 11.7 G 11.6 G 11.5 G 11.4
P 11.72*

G 11.6

SW 11.5
SW 11.3

G 11.7 MG SW 10.6

SW 10.4

P 11.85 P 11.76 P 11.64
G 11.5

SW 10.8

G 11.7 MG

G 11.9 MG

P 11.41
G 11.2

P 11.51

2' STONE
SHOULDER (TYP.)

G 11.7 MG G 11.7

P 11.73

P 11.73

P 11.52

P MG
P MG

P 11.29

P 11.45

P 11.29

P 11.53
P 11.49

P 11.13

P 11.34

P MG

P MG

(E
), 

10
.8

3(
W

)

REMOVE GRAVEL (TYP.)

CONTROL JOINT
ACROSS DRIVEWAY,
TYP.

CO
NT

RO
L 

JO
IN

T
AC

RO
SS

 D
RI

VE
W

AY
,

TY
P.

R25.00'

R25.00'

(P
13

) 8
9'

 - 
15

" S
O

CK
 D

RA
IN

 @
 0

.2
0%

A58

(P58) 30' - 15"
HDPE @ 0.20%

A58 (NCDOT 840.15
DROP INLET)
RIM=10.30
INV = 7.14 (P12)
INV = 7.14 (P58)
INV = 7.14 (P13)

P 
10

.9
2

G
 1

1.
0 

M
G

SW
 1

0.
3

SW 10.6

SW
 1

0.
7

A57

A57 (NCDOT 840.15
DROP INLET)
RIM=11.09
INV = 7.26 (P11)
INV = 7.26 (P10)
INV = 7.26 (P12)

P 
11

.2
4 

M
G

P 
10

.9
9

P 
11

.0
9

REMOVE AND
REPLACE FH
6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

6' WIDE CROSSWALK, 2'
BAR WIDTH, HI-VISIBILITY
THERMOPLASTIC, TYP.

P 11.52

P 11.09*

P 11.46

P 11.19*

P 11.13

P 11.31

P 11.05*

G 11.2
MG

P 11.45

TW 11.09

TW 11.17

P 11.31*

P 11.40

(N),  11.20 (S)

P 11.88

P 11.72
P 11.58*

P 11.50*

P 11.71

P 11.42P 11.58

P 11.77

AG 12.0

AG 11.9

A8.2

A8.2 (NCDOT 840.15 DROP INLET)
RIM=11.07
INV = 8.76 (P53)

(P53) 17' - 10"
HDPE @ 0.35%

A8.1

A8.1 (NCDOT 840.15 DROP INLET)
RIM=11.00
INV = 8.61 (P54)

(P54) 26' - 12"
HDPE @ 0.25%

(S), 11.33(N)

(N), 11.40(S)

WIPE DOWN CURB
IN 2' IN RUN ON
CONDITIONS, TYP.

WIPE DOWN CURB
IN 1' IN RUN OFF
CONDITIONS, TYP.

PROJECTED EDGE OF
ULTIMATE PAVEMENT
WIDTH (TYP.)

CONNECT
PIPE VIA

INSERTA TEE

P 11.65

CONNECT PIPE
VIA 12"X12" TEE

(N), 11.43(S) (N), 11.42(S)

P 11.92
MG

P 11.91
MG P 10.76

MG

P 11.05
MG

FL 10.98

FL 10.69
P 11.19

MGP 11.37
MG

FL 11.29
FL 11.11

P 11.43
P 12.09*

P 12.07

FL 11.83 FL 11.77

P 11.51*
G 11.4

P 11.41
G 11.3

RELOCATE
MAILBOX

REMOVE AND REPLACE
FIRE HYDRANT. FIRE

HYDRANT TO CLEAR NEW
CURB AND GUTTER.

REMOVE AND REPLACE
6" GATE VALVE TO CLEAR
NEW CURB AND GUTTER.

REMOVE & REPLACE
6" GATE VALVE

R20.50'

TW 11.10

TW 11.18

TW 11.18

FL
 1

0.
91

FL
 1

1.
00

P 
10

.9
6

P 
10

.9
6

O
VE

RL
AY

TR
AN

SI
TI

O
N

FR
O

M
3"

 T
O

 1
.5

"

P 
11

.0
6

NE
W

 6
" P

VC
 W

M

*

*

6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

RELOCATE SIGN TO SUIT

STOP SIGN (TO REMAIN)

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

STOP SIGN
(TO REMAIN)

STOP SIGN
(R1-1)

R15.00'

R15.00'

P 11.27
MG

CONC. FLUME
L=3.5', INV 11.26

CONC. FLUME L=3.5', INV 11.03

*

6" THICK CONCRETE
DRIVEWAY

D

D

SHEET C-101

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT THICKNESS AND
MAINTAIN EXISTING CROSS SLOPE, EXCEPT WHERE
PROPOSED GRADES ARE SHOWN ALONG THE ROAD
CENTERLINE.  WHERE THESE PROPOSED GRADES ARE
SHOWN, TRANSITION TO/FROM CONSTANT THICKNESS ALONG
ROADWAY 25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE ENGINEER.

WEST MARTIN STREET: 3" PAVEMENT OVERLAY, INSTALLED IN
TWO 1 12 LIFTS (EXCEPT WHERE OTHERWISE NOTED BY AN
ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND: NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS
WILL HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED
BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE
PROVIDED AT ALL EXISTING AND PROPOSED
PIPE ENDS.

EROSION AND SEDIMENT CONTROL NOTES:

V24031
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31+00 32+00 33+00 34+00 35+00

FO
X 

ST
.

WEST MARTIN ST.

NOW OR FORMERLY
SAPLING LAND COMPANY, LLC

PARCEL #004379000
(D.B. 1717, PG. 0261)
LOT 1-R BLK 17 SEC
1106 BLUE JAY ST

NOW OR FORMERLY
MERAKLIS, HARRY JOHN

PARCEL #004387000
(D.B. 2690, PG. 0638)

LOT 10 BLK 17 SEC
1107 FOX ST

NOW OR FORMERLY
JOYCE, KEVIN

PARCEL #004413001
(D.B. 2461, PG. 0536)

LOT 1 BLK 23
1106 FOX ST

NOW OR FORMERLY
RIDDLE, JACQUELINE H.

PARCEL #004418000
(D.B. 2329, PG. 0359)

LOT 1  BLK 24
1200 FOX ST

NOW OR FORMERLY
BLUE JAY ST KDH LLC

PARCEL #004418000
(D.B. 2694, PG. 0823)

LOT 9-15  BLK 18
0 W FOX ST

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY

REMOVE TREES
REMOVE CLUSTER

OF TREES

REMOVE TREES

REMOVE TREE
REMOVE
TREES

REMOVE TREES

REMOVE TREES

SW 8.4

P 8.86

G 8.8 MG

TW 8.44
TW 8.52

G 8.5 MG
TW 8.28

TW 8.20

P 8.42

P 8.65

FL 8.64
P 8.72

FL 8.68
P 8.76

A22 (NCDOT 840.15 DROP INLET)
RIM=8.06
INV = 5.00 (P18)
INV = 5.00 (P19)

A23 (NCDOT 840.15 DROP INLET)
RIM=8.00
INV = 4.86 (P19)
INV = 4.86 (P20)

A26 (NCDOT 840.15
DROP INLET)
RIM=7.55
INV = 4.33 (P22)
INV = 4.33 (P23)

(P19) 59' - 12"
HDPE @ 0.25%

(P20) 138' - 15"
SOCK DRAIN @ 0.20%

A22

A23

A26

TW 8.68

(N), 8.40(S)

G 8.0 MG

P 7.81
SW 7.40

(N), 8.33(S)

(P21) 72' - 15"
SOCK DRAIN @ 0.20%

A24

A24 (NCDOT 840.15 DROP INLET)
RIM=7.45
INV = 4.59 (P20)
INV = 4.59 (P21)

A25

A25 (NCDOT 840.15 DROP INLET)
RIM=7.50
INV = 4.45 (P21)
INV = 4.45 (P22)

(P22) 62' - 15"
SOCK DRAIN @ 0.19%

REMOVE TREES

(N), 7.78(S)

TW 7.60

TW 7.68 TW 7.78

TW 7.70

RELOCATE SIGN TO SUIT

CLEARING LIMITS,
TYP.

CONTRACTOR TO COORDINATE
REMOVAL OF WIRE FENCE PRIOR
TO SIDEWALK INSTALLATION.

CONTRACTOR TO COORDINATE
REMOVAL OF WOOD FENCE PRIOR

TO SIDEWALK INSTALLATION.

R20.00'

R25.00'

FO
X 

ST
.

5' CONC.
SIDEWALK

5'

REMOVE BUSHES

R20.00'

CONTRACTOR TO LOCATE EX. WATERMAIN PRIOR
TO STORM INSTALLATION. IF IN CONFLICT, WATER

TO BE OFFSET WITH 18" OF VERTICAL SEPARATION

G 9.3
G 8.6 G 8.4 G 8.1 G 8.1

SW 8.5

TC 8.31
P 7.89

G 7.8

SW 6.8
SW 8.3 SW 7.8

SW 7.5

G 8.9 MG G 8.3 MG
G 8.3 MG G 8.4 MG

G 7.8 MG

G 7.5 MG

SW 6.5 MG

G 9.1 MG

P 9.43 P 8.75 P 8.57 P 8.26 P 8.17

PROJECTED EDGE OF
ULTIMATE PAVEMENT
WIDTH (TYP.)

2' STONE
SHOULDER, TYP.

R25.00'

P 8.83

P 8.66 MG

P 8.67 MG

P 8.45

P 8.88P 9.37

P 9.12

G 9.7 MG

CLEARING
LIMITS, TYP.

P 8.97

REMOVE
GRAVEL
(TYP.)

P 9.15

P 9.05

P 8.84*

P 8.83

P 8.76

P 8.81*

P 8.81

P 8.61
TW 8.52

P 9.32

P 8.76

P 8.93

AG 8.7

G 9.7
MG

P 9.12

SW 8.7

P 9.12

TW 7.90

TW 7.98

TW 7.90

TW 7.98

A23.1

A23.1 (NCDOT 840.15 DROP INLET)
RIM=8.30
INV = 5.05 (P55)

(P55) 19' - 12"
SOCK DRAIN @ 0.25%

WIPE DOWN CURB IN 2' IN
RUN ON CONDITIONS, TYP.

WIPE DOWN CURB IN 1' IN
RUN OFF CONDITIONS, TYP.

P 9.18

G 9.5 MG

REMOVE
TREES

TW 8.95

TW 8.87

P 7.92*
P 7.92*

(N), 7.96 (S)

TW 7.55

TW 7.63

(N), 7.91(S)

REMOVE AND REPLACE
(2) 6" GATE VALVE
2" BALL VALVE
SEE TRANSITION NOTE
(THIS SHEET)

REMOVE AND REPLACE FH
6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

SIGN (TO REMAIN)

RELOCATE SIGN TO SUIT

CONC. FLUME
L=3.5', INV 8.60

D

D

SHEET C-101

TBM: PK NAIL IN POWER POLE
ELEVATION: 11.50

26+00 27+00 28+00 29+00 30+00

CA
RD

IN
AL

 S
T.

WEST MARTIN ST.

NOW OR FORMERLY
MATTHEWS, CHRISTIE HUDGINS  TTEE

PARCEL #004413000
(D.B. 2002, PG. 0856)

LOT 1 BLK 23
1107 CARDINAL ST

NOW OR FORMERLY
MWRITTENBERRY, EDWIN G  TTEE

PARCEL #004451000
(D.B. 2109, PG. 0687)

LOT 1 BLK 29
1106 CARDINAL ST

NOW OR FORMERLY
CASTRO, TOMAS

FARACCA, DANYELLE J
PARCEL #004456000

(D.B. 1549, PG. 0199)
LOT 10 BLK 29
1107 SWAN ST

NOW OR FORMERLY
READ, MARIE RUGGIERO

PARCEL #004466002
(D.B. 2456, PG. 0875)

LOT E PT 11-12  BLK 30
405 W MARTIN ST

NOW OR FORMERLY
MOONLIGHT BAY PROPERTIES LLC

PARCEL #004457000
(D.B. 2670, PG. 0229)

LOT 1  BLK 30
1200 CARDINAL ST

NOW OR FORMERLY
MERRILL, STUART
PARCEL #004429001
(D.B. 2690, PG. 0229)

LOT 13  BLK 24
1201 CARDINAL ST

PA
RC

EL
 #0

04
45

60
00

15
49

, P
G.

 01
99

)
LO

T 1
0 B

LK
 29

11
07

 S
W
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 S
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REMOVE TREES

REMOVE TREES

REMOVE TREES

REMOVE TREE
AND PLANTINGS

CA
RD

IN
AL

 S
T.

P 11.09 MG
P 11.12 MG

P 11.10 P 10.93 P 10.45*

G 10.7 MG
SW 10.2

TW 10.42

G 10.0 MG
SW 9.6

TW 10.20

P 10.62P 10.80
P 10.04

TW 11.05 TW 10.93

TW/FL 10.97

TW/FL 10.85

P 10.18

FL 10.19
P 10.27

P 10.33TW 10.28

G 9.8
MG

SW 9.4
TW 9.94

P 10.03*

TW/FL 10.05
P 10.13

TW/FL 10.02
P 10.10

P 9.32

G 9.0 MG

SW 8.5

TW 8.80

TW 8.88

A20 (NCDOT 840.15 DROP INLET)
RIM=9.66
INV = 5.89 (P16)
INV = 5.89 (P17)

A21 (NCDOT 840.15 DROP INLET)
RIM=9.10
INV = 5.65 (P17)
INV = 5.65 (P18)

A12 (NCDOT 840.15
DROP INLET)
RIM=10.60
INV = 7.50 (P11)

(P11) 68' - 12"
SOCK DRAIN @ 0.35%

(P18) 260' - 12"
SOCK DRAIN @ 0.25%

A20 A21
A12

G 9.7 MG

TW 10.50

A19

A19 (NCDOT 840.15 DROP INLET)
RIM=9.70
INV = 6.08 (P16)

(P16) 74' - 12"
SOCK DRAIN @ 0.26%

TW 10.03

TW 10.11

(N), 10.03(S)

SW 9.9 HP

TW 10.16

TW 10.24

(N), 10.00(S)

(N), 9.73(S)

REMOVE SHRUB

P 9.86 P 9.73

P 9.58 MG P 9.58 MG

TW/FL 9.50 TW/FL 9.39
TW 9.58 TW 9.47R25.00'

R25.00'

R18.50'

R25.00'

2' CURB AND
GUTTER, TYP.

5' CONC.
SIDEWALK

5'

CONTRACTOR TO LOCATE EX.
WATERMAIN PRIOR TO STORM

INSTALLATION. WATERMAIN TO
BE OFFSET WITH 18" OF
VERTICAL SEPARATION.

G 10.3 G 9.7

SW 9.4
SW 10.0 SW 9.6

G 9.6 MGG 9.8 MG
G 10.4 MG

P 10.42 P 10.06
G 9.9

P 9.79

2' STONE
SHOULDER, TYP.

P 10.42

P 10.31

P 10.62P 11.07
G 10.5 G 10.3

SW 10.2SW 10.4

SW 10.0

P 10.24

P MG

P MG

P MG
P MG

CONTROL JOINT
ACROSS DRIVEWAY,
TYP.

6' WIDE CROSSWALK,
2' BAR WIDTH, HI-VISIBILITY

THERMOPLASTIC, TYP.

TW 10.67

TW 10.59

G 11.3
MG

P 10.53

P 10.31

P 10.22

P 10.30

P 10.44

P 10.08

P 10.06

P 10.71

P 10.51

P 10.15

P 10.28*

P 10.40*

P 11.31*

(S), 10.93(N)

TW 10.75

TW 10.67

A21.1

A21.1 (NCDOT 840.15
DROP INLET)
RIM=9.40
INV = 5.89 (P61)

(P61) 14' - 12"
HDPE @ 0.25%

(N), 9.73(S)

P 9.94*

P 9.43
P 9.35

SW 9.10

G 10.0 MG

(P17) 97' - 12"
HDPE @ 0.25%

CONNECT VIA
12"X12" TEE

2' STONE
SHOULDER, TYP.

P 11.12*P 11.23*
G 11.1

P 11.17*
G 11.1

FL 11.01 MG
FL 10.90 MG

FL 10.72
P 10.83

MG
P 10.86

MG

FL 10.60

REMOVE AND REPLACE
6" GATE VALVE
(2) 2" BALL VALVES
SEE TRANSITION NOTE
(THIS SHEET)

6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

CONC. FLUME
L=3.5', INV 10.06D

D

SHEET C-101

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT THICKNESS AND
MAINTAIN EXISTING CROSS SLOPE, EXCEPT WHERE
PROPOSED GRADES ARE SHOWN ALONG THE ROAD
CENTERLINE.  WHERE THESE PROPOSED GRADES ARE
SHOWN, TRANSITION TO/FROM CONSTANT THICKNESS ALONG
ROADWAY 25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE ENGINEER.

WEST MARTIN STREET: 3" PAVEMENT OVERLAY, INSTALLED IN
TWO 1 12 LIFTS (EXCEPT WHERE OTHERWISE NOTED BY AN
ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND:

NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL HAVE
INLET PROTECTION VIA NON-WOVEN GEOTEXTILE
UNDER GRATE, SECURED BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED AT
ALL EXISTING AND PROPOSED PIPE ENDS.

* TRANSITION NOTE TO CONNECT EXISTING 2" PVC TO WM

A. EXISTING 8"X6", 6”X6” TEE OR CROSS, IF NOT ALREADY
PRESENT, INSTALL 1.5' OF 6” PVC C900

B. 6”X2” TAPPED CAP ON 6” WM
C. 2” BRASS NIPPLE MIP X MIP
D. 2” BRASS BALL VALVE FIP X FIP
E. 2” MIP X BRASS COMPRESSION (FORD PACK JOINT

COUPLING C87-77-NL)
F. CONTINUE WITH 2” SCHEDULE 80
G. (2)  2”- 90° ELBOW WITH PACK JOINTS (FORD PACK EII

COUPLING L77-77-NL), AS REQUIRED TO TIE TO
EXISTING 2” PVC WM

H. INSTALL A ROMAC 511 COUPLING AS REQ'D TO TIE NEW
2" SCHEDULE 80 PIPE TO EX. 2" THIN WALL PVC PIPE

V24031
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36+00 37+00 38+00 38+83

W. MARTIN STREET

S 
C
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AT
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Y 
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S 
15

8

BL
UE

 J
AY

 S
T.

NOW OR FORMERLY
BATH ENTERPRISES, INC

PARCEL #004337000
(D.B. 1632, PG. 0179)

LOT 8-10 & PT 1-3 BLK, 8 SEC
1106 S CROATAN HWY

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY

G 7.9
MG

A27 (15" FES)
INV = 4.20 (P23)

(P23) 62' - 15"
HDPE @ 0.21%

A27

A48

(P37) 9' - 12"
HDPE @ 1.65%

(P35) 104' - 12"
HDPE @ 0.24%

A39

A39 (NCDOT 840.01
CATCH BASIN)
RIM=8.14
INV = 4.57 (P34)

(P34) 72' - 12"
HDPE @ 0.28%

A44

A44 (NCDOT 840.01
CATCH BASIN)
RIM=8.27
INV = 4.65 (P35)

A45 (NCDOT 840.01
CATCH BASIN)
RIM=7.64
INV = 4.40 (P35)
INV = 4.40 (P38)

(P38) 98' - 12"
HDPE @ 0.20%

A46 (NCDOT 840.01
CATCH BASIN)
RIM=7.82
INV = 4.37 (P34)
INV = 4.37 (P39)

(P39) 82' - 15"
SOCK DRAIN @ 0.21%

A46

A45

P 8.13*

P 8.95 CG

P 7.61 LP*

G 7.6 MG

TW 9.19
TC 8.77

P 8.35

TW 8.85

TC/FL 7.58
P 7.66

P/FL 7.54TC/FL 7.31
P 7.39

P 7.46*
P 7.77*

FL 6.96
P 7.04 MG

TW 7.66

G 7.8 MG

TW 7.90 G 7.6 MG

TC 7.98
P 7.56

TW 8.06
G 7.4 MG

TC 8.23

G 7.4

G 7.8

G 6.9 MG

TC 8.27
P 7.85 LP

G 8.1 MG
G 8.7 MGG 8.1 MGG 7.8 MG

TC 8.19
P 7.77

G 8.0

G 7.9

SW 7.4

SW 7.0

P 8.96 MG

TC 9.87 MG
P 9.42 MG

TC 9.49
P 9.07 CG

P 7.27MGCONNECT
PIPE VIA

12"X12" TEE

(P46) 11' - 12"
SOCK DRAIN @ 0.18%

A50

A50 (NCDOT 840.15
DROP INLET)
RIM=6.85
INV = 4.96 (P46)

(N), 7.51 (S)
EXTEND EXISTING 24" HDPE
PIPES AT EX. SLOPE AND
REUSE EX. FES, IF IN GOOD
CONDITION.

TC 8.83 MG
P 8.33 MG

TC 8.99 MG
P 8.58 MG

P 8.24*

P 8.04*

P 8.16 MG
P 8.24 MG

P 7.98

P 7.89

P 8.34*P 8.24*

TW 7.80

TW 7.88

CONNECTION TO BE DONE VIA
INSERTA TEE

P 8.34 CG*

TC 8.54
P 8.12

P 9.42 MG

P 9.10 MG

TW 8.51 MG

G 8.0 MG

G 7.9 MG

CONNECT PIPE
VIA 12"X12" TEE

TW 8.12

TW 8.04

G 8.6 MG

P 9.18
±M.G.

P 9.20 MG

P 9.19 MG

P 9.19 MG

P 8.88 CG

P 8.80

P 8.60

P 8.73

P 8.84

P 7.64

TC  7.64
P 7.22 P 7.91 CGTC 7.72

P 7.30

P 9.07 CG

P 8.84*

TC 9.11
P 8.69

TC 8.52 CG
P 8.10 CG

TW 8.60
G 8.0 MG

A48 (NCDOT 840.01
CATCH BASIN)
RIM=7.30
INV = 5.05 (P37)

TC 7.82
FL 7.15 (TC-8")

P 7.40 TC/FL 7.23
P 7.39

PVMT SWALE @
0.50% MIN.

TW 8.19

TC/TW 8.11
P 7.69

G 7.50 MG

TC 8.41
P 7.99

PVMT SWALE @
0.82% MIN.

P 8.04 CG
P 8.08

CONC. FLUME,
L=2.5', INV 6.93

2.0
0%

2.0
0%

1.0
0%

MI
N

2.0
0% 2.0
0%

1.0
0%

MI
N

2.0
0%

2.0
0%

1.0
0%

MI
N

1.00%

MIN

2.0
0%

P 7.06 MG

PIPE END
INV 4.20

TW 9.47MG

TW 8.94

TW 8.53 MG

TW 9.10

TW 9.56 MG

TW 9.57MG

WEST MARTIN PROFILE
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36+00 37+00 38+00

2.01%
1.13% 1.74%

1.72%

0.52%
-0.90%

-0.44%

GRADE BREAK STA = 35+34.94
ELEV =  8.34

GRADE BREAK STA = 38+60.48
ELEV =  9.42

GRADE BREAK STA = 38+42.21
ELEV =  9.07

GRADE BREAK STA = 38+48.50
ELEV =  9.18

GRADE BREAK STA = 38+31.55
ELEV =  8.95

GRADE BREAK STA = 37+96.17
ELEV =  8.34

GRADE BREAK STA = 35+77.96
ELEV =  7.95

G
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1

(P45)
24" HDPE

(P44)
24" HDPE

(P50)
18" CMP

6" PVC WM

(BEYOND)

(P39) 82' - 15"
SOCK DRAIN @ 0.21%

A46

A46 (NCDOT 840.01
CATCH BASIN)
RIM=7.82
INV = 4.37 (P34)
INV = 4.37 (P39)

(P34) 72' - 12"
HDPE @ 0.28%

A39 (NCDOT 840.01
CATCH BASIN)
RIM=8.14
INV = 4.57 (P34)

A39

(BEYOND)

6" PVC WM

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT THICKNESS AND
MAINTAIN EXISTING CROSS SLOPE, EXCEPT WHERE
PROPOSED GRADES ARE SHOWN ALONG THE ROAD
CENTERLINE.  WHERE THESE PROPOSED GRADES ARE
SHOWN, TRANSITION TO/FROM CONSTANT THICKNESS ALONG
ROADWAY 25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE ENGINEER.

WEST MARTIN STREET: 3" PAVEMENT OVERLAY, INSTALLED IN
TWO 1 12 LIFTS (EXCEPT WHERE OTHERWISE NOTED BY AN
ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND:

NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL HAVE
INLET PROTECTION VIA NON-WOVEN GEOTEXTILE
UNDER GRATE, SECURED BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED AT
ALL EXISTING AND PROPOSED PIPE ENDS.

36+00 37+00 38+00 38+83
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3.00' FROM
R/W

5.00' SW

2.50' C&G

12.00' LANE

11.00' LANE

11.00' LANE

2.50' C&G

3.00'
FROM
R/W

R40.00'

NOW OR FORMERLY
BATH ENTERPRISES, INC

PARCEL #004337000
(D.B. 1632, PG. 0179)

LOT 8-10 & PT 1-3 BLK, 8 SEC
1106 S CROATAN HWY

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY

REMOVE EXISTING
15" RCP AND FES

REMOVE EX. 12"
HDPE AND FES

REMOVE EXISTING
15" RCP AND FES

REMOVE AND REPLACE
EXISTING BARRICADE FOR
STORM PIPE INSTALLATION

CONTRACTOR TO COORDINATE WITH
PROPERTY OWNER PRIOR TO
REMOVAL OF LANDSCAPING AND
INSTALLATION OF STORM STRUCTURE
AND SWALE

REMOVE FES AND
PLUG PIPE END

WITH BRICK AND
MORTAR.2' CURB AND

GUTTER, TYP.

2.5' CURB AND
GUTTER, TYP.

2.5' CURB AND
GUTTER, TYP.

TRANSITION FROM
2' C&G TO 2.5' C&G

ADJUST FH
ELEVATION TO

MATCH FINISHED
GRADE

10.00' LANE

10.00' LANE

CONTRACTOR TO CONFIRM LOCATION
OF EX. SS FM PRIOR TO STORM
INSTALLATION. IF IN CONFLICT,  EX. SS
FM TO BE OFFSET WITH 18" OF
VERTICAL CLEARANCE FROM STORM.

R30.00'

R30.00'

R22.00'

R19.50'

5'

5' CONC.
SIDEWALK

2' STONE
SHOULDER, TYP.

SIDEWALK TO BE
6" THICK ACROSS
BLUEJAY ST.

8' WIDE CROSSWALK,
2' BAR WIDTH,
HI-VISIBILITY
THERMOPLASTIC,
TYP.

REMOVE CONCRETE TO
NEAREAST JOINT FOR THE
REMOVAL OF EXISTING 15"

HDPE AND FES.

4" WIDE WHITE SOLID LANE LINE4" WIDE WHITE MINI-SKIP LANE LINE

4" WIDE WHITE SOLID LANE LINE

REMOVE AND REPLACE  FH
6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT
(FH LEAD UNDER STORM)

RELOCATE
SIGN TO SUIT

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

RELOCATE SIGN TO SUIT

SIGN (TO
REMAIN)

REMOVE CONC. FLUME
AND NECESSARY C&G TO
INSTALL STRUCTURE.

R30.00'

R15.00'
R14.40'

6" WIDE WHITE SOLID LINE

CONC. FLUME
L=4.5', INV 7.80

CONC. FLUME
L=4.5', INV 7.57

REMOVE 15"
RCP AND FES

PAVEMENT MARKINGS,
DIRECTIONAL
ARROWS (TYP.)

REMOVE EXISTING
HANDICAP RAMP

V24031

####

####

WEST MARTIN
PLAN &

PROFILE
STA 35+00 -
STA 38+00
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CATCH BASIN NOTE:
CATCH BASIN'S RIM ELEVATION IS
ELEVATION AT STRUCTURE'S HOOD.

STRIPING NOTES
1. ALL PAVEMENT MARKINGS SHALL BE HOT MACHINE APPLIED

THERMOPLASTIC PAVEMENT MARKINGS. MATERIAL AND
INSTALLATION ARE TO BE IN ACCORDANCE WITH THE
CURRENT NCDOT STANDARD SPECIFICATIONS.

2. THERMOPLASTIC THICKNESS SHALL BE INSTALLED TO THE
REQUIRED THICKNESS IN ACCORDANCE WITH THE CURRENT
NCDOT STANDARD SPECIFICATIONS.

3. STANDARD GLASS BEADS TO BE USED WITH THE
THERMOPLASTIC MATERIAL.
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DEMO, LAYOUT &
UTILITY

GRADING AND
DRAINAGE
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TBM
:

CHIS SQ
 O

N TC

ELEVATIO
N:

12.13

11+00 12+00 13+00 14+00 15+00

W W

W
 AIRSTRIP RD.

SWAN ST.

NOW OR FORMERLY
DAVIDSON-PETERSON, SHARON H

PARCEL #004480000
(D.B. 0484, PG. 0304)

LOT 4 BLK 34
500 W AIRSTRIP RD

NOW OR FORMERLY
CUMMINGS, TODD SAMUEL

CUMMINGS, FRANCES R
PARCEL #004486000

(D.B. 2121, PG. 0656)
LOT 4 BLK 35

501 W AIRSTRIP RD

NOW OR FORMERLY
FLORES, JOSE FRANCISCO

PARCEL #004485001
(D.B. 2176, PG. 0396)

LOT 3 BLK 35
0 SWAN ST

NOW OR FORMERLY
MILTEER, RYAN C

MILTEER, MELISSA D
PARCEL #004485000

(D.B. 2513, PG. 0409)
LOT 2 BLK 35

1104 SWAN ST

NOW OR FORMERLY
LEITHAUSER, WILLIAM H
LEITHAUSER, MELISSA

PARCEL #004456009
( D.B. 1950, PG. 0084)

LOT 9 BLK 29
1105 SWAN ST

NOW OR FORMERLY
CASTRO, TOMAS

FARACCA, DANYELLE J
PARCEL #004456000

(D.B. 1549, PG. 0199)
LOT 10 BLK 29
1107 SWAN ST

NOW OR FORMERLY
FLORES, JOSE FRANCISCO

PARCEL #004456008
(D.B. 2077, PG. 0400)

LOT 8 BLK 29
1103 SWAN ST

P 11.26 MG P 11.00 MG

P 11.03
P 11.03*

G 11.3 MG

P 11.00*

TW 10.70

TW 10.78

TC 11.87 MG
P 11.41 MG

G 11.8 MG

TC 11.76
P 11.34

P 12.12 MG
P 11.77 MG

P 11.53 MG

G 12.0 MG

SW 11.2

TW 11.70

TW 11.78

TW 11.30
TW 11.38

G 11.0 MG

TW 10.88

TW/FL 10.80

TW 11.05

TW/FL 10.97

A14 (NCDOT 840.15 DROP INLET)
RIM=10.50
INV = 7.20 (P58)

A15 (NCDOT 840.15 DROP INLET)
RIM=10.60
INV = 8.15 (P59)

A12 (NCDOT 840.15

SOCK DRAIN @ 0.20%

A14
A15

TW/FL 11.70
MG

TW/FL 11.77
MG

TW/FL 11.70
MG

TW/FL 11.60
MG

A17

A17 (NCDOT 840.01
CATCH BASIN)
RIM=11.70
INV = 8.40 (P15)

(P15) 85' - 10"
SOCK DRAIN @ 0.31%

A16

A18

A16 (NCDOT 840.15
DROP INLET)
RIM=10.70
INV = 6.76 (P32)
INV = 6.76 (P14)
INV = 6.76 (P33)

A18 (NCDOT 840.15
DROP INLET)
RIM=10.98
INV = 6.78 (P30)
INV = 8.14 (P15)
INV = 6.78 (P31)

(P33) 8' - 30"
HDPE @ 0.11%

(P31) 35' - 30"
HDPE @ 0.08%

(P32) 49' - 30"
HDPE @ 0.08%

(P30) 22' - 30" HDPE @ 0.08%

A40

A40 (30" FES)
INV = 6.80 (P32)

A42

A42 (30" FES)
INV = 6.80 (P30)

A41
A41 (30" FES)
INV = 6.75 (P33)

A43

A43 (30" FES)
INV = 6.75 (P31)

(W), 11.31(E)

(E), 11.13(W)

TW 11.18

TW 11.26

G 11.2

G 10.6

REMOVE EX. 36" METAL PIPE

(E), 10.93(W)

TW 10.80
TW 10.88

RELOCATE SIGN TO SUIT

G 10.7

G 9.8 MG

G 9.8 MG

CONTRACTOR TO REMOVE
C&G NECESSARY FOR THE
INSTALLATION OF A
HANDICAP RAMP.

5'

5' CONC.
SIDEWALK

G 11.3 MG

G 11.3 MG

TW 11.10
TW 11.18

(E), 10.83(W)

CONTROL JOINT
ACROSS DRIVEWAY,
TYP.

(P13) 89' - 15" SOCK DRAIN @ 0.20%A58 A59

(P14) 88' - 15"
SOCK DRAIN @ 0.22%

(P58) 30' - 15"
HDPE @ 0.20%

(P59) 31' - 12"
HDPE @ 0.40%

A59 (NCDOT 840.15
DROP INLET)
RIM=10.70
INV = 6.96 (P13)
INV = 8.03 (P59)
INV = 6.96 (P14)

A58 (NCDOT 840.15
DROP INLET)
RIM=10.30
INV = 7.14 (P12)
INV = 7.14 (P58)
INV = 7.14 (P13)

P 10.92

G 11.0 MG

SW 10.3

SW 10.7

SW 10.7

G 11.1 MG

SW 10.9
G 11.8 MG

SW 11.0

A57 (NCDOT 840.15
DROP INLET)
RIM=11.09
INV = 7.26 (P11)
INV = 7.26 (P10)
INV = 7.26 (P12)

P 11.24 MG

P 10.99 P 11.09

P 11.36 MG

P 11.26

P 11.61 MG

P 11.61 MG

TC/FL 11.40 HP
P 11.48

TW 11.48

TW 11.84

TC/FL 11.19
P 11.27

TW 11.27

TC 11.80
FL 11.38
P 11.48

TW 11.88

TC 11.70
FL 11.03 (TC-8")
P 11.29

TW 11.78 TW 11.52

TW 11.60

2' CURB CUT TO
DRAIN TO GUTTER

FL 11.29
P 11.48

VARIABLE GUTTER
CROSS SLOPE. FLOW
LINE SLOPE @ 0.35%.

TC 11.78
FL 11.36
P 11.48

TW
11.86

G 11.3

G 11.8 MG

2' CURB AND
GUTTER, (TYP.)

REMOVE
EXISTING PIPE REMOVE

EXISTING PIPE

6' WIDE CROSSWALK, 2'
BAR WIDTH, HI-VISIBILITY
THERMOPLASTIC, TYP.

REMOVE AND
REPLACE FH
6"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

REMOVE & REPLACE
6" GATE VALVE

FL 10.91

FL 11.00 P 11.26

FL 11.18
FL 11.22

P 11.22
P 10.96

P 10.96

P 11.06

NEW 6" PVC WM*

* *

*

PROVIDE WATER SERVICE LINE.
CAP AND BURY SERVICE LINE
FOR FUTURE USE OF 0 SWAN ST.

GUTTER PAN 3'
TRANSITION FROM 1.5'
TO 2' WIDE TO FIT
GRATE IN GUTTER PAN

SW 10.9 P 11.33

SW 11.1

4" GATE VALVE

8"
GATE

VALVE

PEDESTRIAN CROSSING AHEAD SIGNS
(W11-2 & W16-9P)

PEDESTRIAN
CROSSING
(W111-2)

NOTE:
SIGN TO BE REPLACED IF
CONDITION REQUIRES

2 - 6" 22.5°
BENDS

ROTATED
VERTICAL BEND

11.25°
BEND

TBM
:

SURVEY TRAVERSE SPIKE

ELEVATIO
N:

11.50

16+00 17+00 18+00 19+00 20+00

W
. C

LAR
K ST.

NOW OR FORMERLY
HEUNEMAN, WILLIAM

HEUNEMAN, KRISTIN LEIGH
PARCEL #004474000

(D.B. 2596, PG. 0361)
LOT 4 BLK 33
906 SWAN ST

NOW OR FORMERLY
CAMILLUCCI, SHARON G TRUSTEE

PARCEL #004475000
(D.B. 1649, PG. 0165)

LOT 5 BLK 33
908 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

PARCEL #004478000
(D.B. 2087, PG. 0837)

LOT 1 BLK 34
1000 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

INGRAM, IVY R
PARCEL #004478001

(D.B. 1359, PG. 0409)
LOT 2 BLK 34

1002 SWAN ST

NOW OR FORMERLY
O'HARA, KEVIN F  TTEE

O'HARA, KATHRYN A  TTEE
PARCEL #004479000

(D.B. 2720, PG. 0053)
LOT 3 BLK 34

1004 SWAN ST

P 11.33 MG

G 11.5 MG

SW 10.7

TW 11.00

TW 11.08

G 11.4 MG G 11.5 MG G 11.6 MG G 11.8
MG

G 12.1 MG

P 11.25 MG P 11.25 MG P 11.35 MG
P 11.28 MG

P 11.43 MG
P 11.25 MG P 11.18 MG P 11.20 MG

P 11.35 MGP 11.35 MG

P 11.67 MG

P 11.54 MG

FL 11.27
FL 11.12

SW 10.7
P 11.28 MG

TW 11.05
TW 11.13

G 11.4 MG

SW 10.5

SW 10.7 FL 11.00 FL 11.12P 11.30 MG

TW 10.70

TW 10.78

SW 10.8P 11.37 MG

P 11.48 MG

P 11.55 MG P 11.72 MG

P 11.88 MG

TW/FL 11.03
TW 11.25

TW/FL 11.17

TW 11.28

TW 11.43

TW 11.20

TW 11.35

TW/FL 11.25

TW 11.33

TW/FL 11.18

TW 11.26

TW 11.10 TW 11.20

TW 11.28TW 11.18

A29 (NCDOT 840.15 DROP INLET)
RIM=10.75
INV = 8.60 (P24)
INV = 8.60 (P25)

A30 (NCDOT 840.15 DROP INLET)
RIM=10.55
INV = 8.44 (P25)
INV = 8.44 (P26)

A32 (NCDOT 840.15 DROP INLET)
RIM=10.85
INV = 8.64 (P28)

A28 (NCDOT 840.15 DROP INLET)
RIM=10.72
INV = 8.80 (P24)

A33 (NCDOT 840.15 DROP INLET)
RIM=10.70
INV = 8.45 (P28)
INV = 8.45 (P29)

(P24) 103' - 12" SOCK DRAIN @ 0.20%
(P25) 79' - 12" SOCK DRAIN @ 0.20%

(P26) 88' - 15"
SOCK DRAIN @ 0.21%

(P28) 94' - 12"
SOCK DRAIN @ 0.20%

(P29) 97' - 12"
SOCK DRAIN @ 0.20%A29

A30

A32
A28

A33

REMOVE TREES

(W), 11.18(E)

TW 11.28

TW 11.36

P 11.28 MG

(W), 11.03(E)

A34

A34 (NCDOT 840.15
DROP INLET)
RIM=11.50
INV = 8.26 (P29)
INV = 8.26 (P26)
INV = 8.26 (P56)

REMOVE EX.
15" HDPE

(W), 11.22(E)

TW 11.11

(W), 11.08(E)(W), 11.05(E)

REMOVE 15" HDPE PIPE

5'

5' CONC.
SIDEWALK

CONTROL JOINT
ACROSS DRIVEWAY,
TYP.

TW 11.00
TW 11.08

CLEARING
LIMITS, TYP.

SWAN ST.

REMOVE EX. 15"
CMP AND FES

CONTRACTOR TO LOCATE EX. WM PRIOR TO
STORM INSTALLATION. WM TO BE OFFSET
WITH 18" OF VERTICAL SEPARATION.

TO PROVIDE PROPER
COVER OVER THE PIPE,

PIPE TO BE SHIFTED 1' EAST
INSIDE STRUCTURE.

REMOVE CAP AND
EXTEND 12" HDPE

REMOVE AND
REPLACE FH
8"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

REMOVE AND
REPLACE

8" GATE VALVE

P 11.61 MG

SC
O

TT ST.

(W), 11.33(E)

SW 11.5 HP

TW 11.60

TW 11.52

SW 11.1

TW 11.30

TW 11.38

NEW 4" GATE
VALVE

SWAN STREET PROFILE

2

4

6

8

10

12

10+00 11+00 12+00 13+00

EXISTING  C/L GRADE

6" GATE VALVE

6" x 6" TEE

6.00'

12
" C

LE
AR

(REMOVE)

2.0'2.0'

45° BEND
TIE TO

EXISTING
6" WM W/
45° BEND

6" PVC (C900) WATER

3'
 C

O
VE

R
(T

YP
)

15" HDPE
(P10)

INV 6.77

12
"

C
LE

AR

VERTICAL OFFSET
SEE SHEET C-502

PROPOSED
GROUND GRADE
OVER WATERLINE

9.00' 2.33'1.92'

VERTICAL OFFSET
SEE SHEET C-502

TIE INTO EXISTING 6"
WM WITH 11.25° BEND

30" HDPE (P32)

30" HDPE (P31)

24
+0

0

25
+0

0

10+00 (P10) 65' - 15"

HDPE @
 0.80%

(P12) 58' - 15"

SOCK DRAIN @ 0.20%

A11

G
 11.4

A57
A57 (NCDOT 840.15
DROP INLET)
RIM=11.09
INV = 7.26 (P11)
INV = 7.26 (P10)
INV = 7.26 (P12)

PAVEMENT OVERLAY NOTE:
PLACE PAVEMENT OVERLAY WITH CONSTANT
THICKNESS AND MAINTAIN EXISTING CROSS SLOPE,
EXCEPT WHERE PROPOSED GRADES ARE SHOWN
ALONG THE ROAD CENTERLINE.  WHERE THESE
PROPOSED GRADES ARE SHOWN, TRANSITION
TO/FROM CONSTANT THICKNESS ALONG ROADWAY
25' IN BOTH DIRECTIONS FROM THE PROPOSED
CENTERLINE GRADE, OR AS DIRECTED BY THE
ENGINEER.

SWAN STREET: 1.5" PAVEMENT OVERLAY(EXCEPT
WHERE OTHERWISE NOTED BY AN ASTERISK)

3/4" (MIN) EDGE MILLING AND/OR
VARIABLE DEPTH MILLING

3" PAVEMENT OVERLAY
(SEE NOTE FOR DETAILS)

 PAVEMENT PATCH & OVERLAY

CONCRETE DRIVEWAY PATCH /
REPLACEMENT

NEW ASPHALT PAVEMENT, MILLED BUTT
JOINT & TRANSITION OVERLAY, DRIVEWAY
FEATHERING (AT DRIVEWAYS)

PAVEMENT LEGEND: NOTES:
1. DRIVEWAY GRADE CALLOUTS APPEAR ONLY ON THE SHEET FOR

THE ROAD TO WHICH THE DRIVEWAY CONNECTS.
2. MAILBOXES SHALL BE REMOVED AND REINSTALLED PER THE

MAILBOX RELOCATION DETAIL SHOWN ON SHEET C-501 AS
NECESSARY TO INSTALL NEW STONE SHOULDERS, DRIVEWAYS,
WATER MAIN AND STORM SYSTEMS.

3. DO NOT SAWCUT STREET PAVEMENT FOR STORM PIPE
CROSSINGS UNTIL ALL EXISTING UTILITIES HAVE BEEN LOCATED
AND MARKED.

4. PROVIDE CURB WIPEDOWN AT ALL NEW AND MODIFIED CURB
RETURNS. TOP OF CURB SHALL TRANSITION FROM 6" HIGH TO 0"
HIGH IN FIRST (OR LAST) 1' OF RETURN.

5. ALL NEW OR REPLACED CONCRETE WORK TO BE 4" THICK,
EXCEPT 6" THICK WITHIN 3' OF ROAD UNLESS PROTECTED BY A
CURB, OR IF EXISTING DRIVEWAY CONCRETE IS THICKER.

6. MANY DI GRATES WILL NEED TO BE TILTED TO BEST SUIT SITE
CONDITIONS.  PLAN RIM ELEVATION = HIGH SIDE, NEAREST
ROAD.  LOW SIDE OF GRATE SHALL BE 4” LOWER THAN PLAN
GRADE UNLESS OTHERWISE DIRECTED IN FIELD BY THE
ENGINEER.  NO EXTRA COMPENSATION FOR TILTED GRATE.

EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL HAVE
INLET PROTECTION VIA NON-WOVEN GEOTEXTILE UNDER
GRATE, SECURED BETWEEN GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED AT
ALL EXISTING AND PROPOSED PIPE ENDS.

WATER SERVICE NOTE:

REPLACE EXISTING WATER SERVICES 2" AND
SMALLER WITH NEW TAP TO MAIN AND SERVICE
TUBE UP TO METER (MIN. 3/4" TAP AND
SERVICE, REDUCE AT METER AS NECESSARY).
SEE WATERLINE SPECIFICATIONS. LONG SIDE
SERVICES SHALL BE IN DRILLED 2" PVC CASIN,
SEE WATERLINE SPECIFICATION.

*
V24031
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SWAN ST.
PLAN

STA 11+00 -
STA 21+00

C-106
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SEE SHEET C-103 FOR
DESIGN INFORMATION

2 - 6" 45°
BENDS

6" GATE
VALVE

CATCH BASIN NOTE:
CATCH BASIN'S RIM ELEVATION IS
ELEVATION AT STRUCTURE'S HOOD.

RELOCATE
SIGN TO SUIT

04/07/2025



21+00 22+00 23+00 24+00 25+00 26+00

C
O

R
R

IG
AN

 ST.

NOW OR FORMERLY
FLOSSER, DANIEL S

PARCEL #004467000
(D.B. 2380, PG. 0438)

LOT 3 BLK 32
804 SWAN ST

NOW OR FORMERLY
WOLFF, CHRISTINE H

PARCEL #004468000
(D.B. 1994, PG. 0301)

LOT 4 BLK 32
806 SWAN ST

NOW OR FORMERLY
WHITE, JEREMY O

WHITE, AMY P
PARCEL #004469000

(D.B. 2287, PG. 0853)
LOT 5 BLK 32
808 SWAN ST

NOW OR FORMERLY
CONTE, DEBORAH ANN

MCVAY, LESLIE KATHLEEN
PARCEL #004472000

(D.B. 2154, PG. 0487)
LOT 1 BLK 33
900 SWAN ST

NOW OR FORMERLY
HARRIS, JACKIE L
HARRIS, BETTY S
PARCEL #004473000

(D.B. 2033, PG. 0162)
LOT 2 BLK 33
902 SWAN ST

NOW OR FORMERLY
BELMAN, EDNA G
PARCEL #004474003

(D.B. WB 18E, PG. 0231)
LOT 3 BLK 33
904 SWAN ST

G 14.0 MG
G 13.0 MG G 14.0 MG

G 13.0 MG

G 11.0 MG

FL 12.96

P 13.30 MGP 11.39 MG P 11.47 MG
P 11.84 MG P 12.17 MG

P 12.56 MG

P 13.13 MG
P 14.89 MG

P 14.91 MG

P 14.70 MG

P 14.50 MG
P 13.66 MG P 13.55 MG

FL 11.22 FL 11.37 FL 11.76 FL 12.09

FL12.48
FL 13.05 SW 13.2

SW 14.1

P 12.15 MG

P 11.94 MG

P 12.85 MG

P 13.20 MG P 13.73 MG P 13.94 MG
P 15.43 MG

P 15.28 MG
P 14.80 MG

P 14.70 MG

P 13.09 MG

P 13.14 MG

P 13.57 MG

P 14.39 MG

TW 13.70

TW 13.80
TW 14.70
TW 14.78

FL 13.01

TW 12.20

TW 12.28

TW 11.53

TW 11.61

TW 11.49

TW 11.41

TW 12.02

TW 12.10

TW 12.33
TW 12.41 TW 12.65

TW 12.73 TW 13.30

TW 13.22

G 13.7 MG

P 13.88 MG
SW 13.5

TW 13.65

TW 13.57

TW/FL 14.34

TW 14.42

TW 14.62

TW/FL 14.54

TW 13.23

TW 13.31
TW 13.26

TW 13.18

TW 15.12

A35 (NCDOT 840.15 DROP INLET)
RIM=10.90
INV = 8.50 (P43)

A35

REMOVE TREES

TW 15.02

TW 15.04

TW 15.10

CONTRACTOR TO
COORDINATION WITH
HOMEOWNER PRIOR TO
REMOVAL OF LANDSCAPING.

CONTRACTOR TO
COORDINATION WITH
HOMEOWNER PRIOR TO
REMOVAL OF LANDSCAPING.

SW 14.5

CONTRACTOR TO
COORDINATION WITH
HOMEOWNER PRIOR TO
REMOVAL OF LANDSCAPING.

5'

5' CONC.
SIDEWALK

5'

5' CONC.
SIDEWALK

REMOVE BUSH
(W), 11.90(E)

CONTROL JOINT
ACROSS DRIVEWAY,

TYP.

G 12.0

SHOULDER
EDGE, TYP.

S

S

G 14.1 MG

P 14.96 HP MG
TW 15.09

TW 15.17

SWAN ST.

REMOVE AND
REPLACE FH
8"x6" TEE
6" DI WATER
6" GATE VALVE
FIRE HYDRANT

REMOVE AND REPLACE
2-8" GATE VALVES
2" BALL VALVE
SEE TRANSITION NOTE
(THIS SHEET)

TBM
: CH. SQ

. TO
P O

F CURB

ELEVATIO
N:

TBM
: CH. SQ

. TO
P O

F CURB

ELEVATIO
N:

27+00 28+00 29+00

13
+0

0

13
+5

0

D

SWAN ST.

NOW OR FORMERLY
BALLANCE, JESSICA MORGAN

PARCEL #004632000
(D.B. 2125, PG. 0449)

LOT 1 BLK 32
800 SWAN ST

NOW OR FORMERLY
RINEHART, RAYMOND DERECK

RINEHART, CATHERINE
PARCEL #004633000

(D.B. 1872, PG. 0220)
LOT 1 BLK 32
0 SWAN ST

G 11.1± MG

P 12.72 MG

P 12.59 MG

P 12.52 MG

P 11.17± MG

P 11.04± MG

FL/TW 12.06FL/TW 12.14
SW 10.6

P 12.47 MG

TW 11.97

TW 12.05 TW 11.88

TW 11.80

SW 10.3
G 10.5 MG

TW 12.22

TW 12.14

A36 (NCDOT 840.15 DROP INLET)
RIM=10.65
INV = 8.28 (P43)
INV = 8.28 (P42)

A38 (MH-2)
RIM=11.94
INV = 7.26 (P41)

(P43) 75' - 12"
SOCK DRAIN @ 0.30%

(P42) 68' - 12"
SOCK DRAIN @ 0.91%

A36

A38

(W), 11.65 (E)

P 12.31
P 12.23

A37 (NCDOT 840.15
DROP INLET)
RIM=10.33
INV = 7.66 (P42)
INV = 7.66 (P41)

A37

(W), 11.33 (E)

5'

5' CONC.
SIDEWALK

FL 12.02 MG

CONTROL JOINT
ACROSS DRIVEWAY,
TYP.

G
 9.7 M

G

TW
 11.90

TC 11.81 M
G

TW
 11.70

TW
 11.78TW

 11.83

TC 11.24 M
G

G 11.8

G 11.6

G
 9.8 M

G

RAISE EXISTING
 RIM

 TO

M
ATCH FINISHED G

RADETW
 11.08G

 10.9

A60 (NCDOT 840.15
DROP INLET)
RIM=9.80
INV = 7.80 (P60)

(P60) 6' - 12"
HDPE @ 0.90%

A60

TC 11.98 M
G

S

S

SHO
ULDER EDG

E, TYP.

CLEARING
LIMITS, TYP.

28
+0

010+00 11+00 12+00 13+00 13+50

D

W BAUM ST.

NOW OR FORMERLY
BALLANCE, JESSICA MORGAN

PARCEL #004632000
(D.B. 2125, PG. 0449)

LOT 1 BLK 32
800 SWAN ST

NOW OR FORMERLY
SCOTT, JAMES R. III
SCOTT, RHIANA R

PARCEL #004631010
(D.B. 2350, PG. 0740)

LOT 10 BLK 32
801 SIXTH AVE

NOW OR FORMERLY
MARCHIK, BLAINE R

MICHAELS, CHRISTINA M
PARCEL #004634001

(D.B. 2736, PG. 0572)
LOT 1 BLK 31
706 SWAN ST

NOW OR FORMERLY
SHILINGBURG, RONALD L

SHILINGBURG, CRYSTAL M
PARCEL #004631080

(D.B. 2442, PG. 0246)
LOT 8 BLK 31
0 SIXTH AVE

P 
11

.0
4±

 M
G

FL
/T

W
 1

2.
06

P 
12

.4
7 

M
G

TW
 1

1.
88

TW
 1

1.
80

SW
 1

0.
3

G
 1

0.
5 

M
G

A38 (MH-2)
RIM=11.94
INV = 7.26 (P41)

A38

P 
12

.2
3

A37 (NCDOT 840.15
DROP INLET)
RIM=10.33
INV = 7.66 (P42)
INV = 7.66 (P41)

A37

(W
), 

11
.3

3 
(E

)

FL
 1

2.
02

 M
G

C
O

N
TR

O
L 

JO
IN

T
AC

RO
SS

 D
RI

VE
W

AY
,

TY
P.

P 9.47 MGP 10.12 MG P 9.97 MG

TW 10.00

TW 10.08

TW 9.07

TW 9.07

TW 9.87

TW 9.79

G 10.5 MG G 9.7 MGG 10.9 MG

TW 11.90

TC 11.81 MG

TW 11.70
TW 11.78

TW 11.83

TC 11.24 MG

P 10.37 MGP 10.60
MG

P 11.65 MGP 11.68 MG

TW 11.41 TW 10.79

TW 10.87

TW 11.00

TW 11.08

TW 11.49

G
 1

1.
6

TW 11.63

FL 11.53
P 11.61 MG

G 9.8 MG

RAISE EXISTING RIM TO
MATCH FINISHED GRADE

EXISTING STRUCTURE'S
RIM TO REMAIN AT
ELEVATION 9.07

TW 11.08

G 10.9

A60 (NCDOT 840.15
DROP INLET)
RIM=9.80
INV = 7.80 (P60)

(P60) 6' - 12"
HDPE @ 0.90%

A60

TC 11.98 MG

HAND DIG AROUND TREE
FOR SIDEWALK
INSTALLATION.
TREE TO REMAIN.

ADJUST STRUCTURE'S
RIM TO MATCH
FINISHED GRADE

S

S

EP = SWALE
FLOWLINE

SHOULDER EDGE, TYP.

6' WIDE CROSSWALK,
2' BAR WIDTH, HI-VISIBILITY

THERMOPLASTIC, TYP.

5'

5' CONC.
SIDEWALK

FL 11.37
P 11.45 MG

TW 11.55

V24031
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SWAN ST.
PLAN

STA 21+00 -
STA 29+00 &
W. BAUM ST

C-107
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R/W
(LOCATION
WILL VARY)

DROP
INLET

4'+/- 5' 5'

2% MAX
3

5 MIN1

1' SHOULDER
@ S:S = 1:5

EP

EXISTING GROUND

4" OF
STRUCTURE

WALL OUTSIDE
OF R/W

SECTION S-S
FROM STA 26+00 TO STA 27+50

N.T.S.

12" SOCK PIPE
SHIFT PIPE 1'
TO THE EAST

1
10/01/2025



TBM: SQUARE ON TC
ELEVATION: 12.12

TBM: CHIS SQ ON TC
ELEVATION: 11.47

NOW OR FORMERLY
JONES, DIANNE J

JONES, CHRISTOPHER K
PARCEL #027095000

(D.B. 2104, PG. 0781)
LOT 1  BLK 52

800 W MARTIN ST

NOW OR FORMERLY
LEE, BRENDA H

PARCEL #004599000
(D.B. 1980, PG. 0147)

LOT 9 & 10  BLK 52
1105 NINTH AVE

NOW OR FORMERLY
LBOONE, SANDRA JOHNSON

PARCEL #004614000
(D.B. 2657, PG. 0261)

LOT 1  BLK 57
900 W MARTIN ST

NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004622000
(D.B. 2570, PG. 0554)

LOT 1  BLK 58
901 W MARTIN ST

NOW OR FORMERLY
AYDLETT, J. DUNCAN III

AYDLETT, M. DANA
PARCEL #004604000
(D.B. 1778, PG. 0133)

LOT 5-6  BLK 53
803 W MARTIN ST

NOW OR FORMERLY
ALY, MOHAMED A.
PARCEL #004601000
(D.B. 1874, PG. 0355)

LOT 1  BLK 53
801 W MARTIN ST

NOW OR FORMERLY
ROUNTREE, ELIZABETH WALKER

EVANS, A. RICHARD
PARCEL #004574000

(D.B. WB 12E, PG. 0137)
LOT 7  BLK 48

1201 EIGHTH AVE

NI
NT

H 
AV

E.

WEST MARTIN ST.

EI
G

HT
H 

ST
.

10+00 11+00 12+00 13+00 14+00 15+00

IP INLET PROTECTION
(TYP)

TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.55

NOW OR FORMERLY
COOK, JAMES A

COOK, BEVERLY M
PARCEL #004525000

(D.B. 1559, PG. 0346)
LOT 10 BLK 41

1107 SEVENTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
SMITH, SCOTT V
SMITH, ABBIE L

PARCEL #004559000
(D.B. 1244, PG. 0616)

LOT 1 &10 BLK 47
1107 EIGHTH AVE

NOW OR FORMERLY
FORREST ELVY K JR.

PARCEL #004568000
(D.B. WB 14E, PG. 0217)

LOT 1  BLK 48
701 W MARTIN ST

NOW OR FORMERLY
SHARP, AUDREY M.

PARCEL #004539000
(D.B. 1915, PG. 0373)

LOT 9  BLK 42
1201 SEVENTH AVE

NOW OR FORMERLY
ISAACS, RALEIGH H. SR.

ISAACS, PHYLLIS M.
PARCEL #004526000
(D.B. 1973, PG. 0323)

LOT 1  BLK 42
601 W MARTIN ST

SE
VE

NT
H 

AV
E.

WEST MARTIN ST.16+00 17+00 18+00 19+00 20+00

TBM: SURVEY TRAVERSE NAIL
ELEVATION: 11.59

NOW OR FORMERLY
CULB, PATRICIA ANN
PARCEL #004484000

(D.B. 2267, PG. 0227)
LOT 1 BLK 35

500 W MARTIN ST

NOW OR FORMERLY
LINK, EUGENE M  TTEE

PARCEL #004492000
(D.B. 2227, PG. 0608)

LOT 10 BLK 35
1107 SIXTH AVE

NOW OR FORMERLY
GEORGE, CANDIS TTEE

PARCEL #009173000
(D.B. 1884, PG. 0443)

LOT 1 BLK 41
1106 SIXTH AVE

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004501000
(D.B. 1969, PG. 0831)

LOT 10  BLK 36
1201 SIXTH AVE

NOW OR FORMERLY
HOLLAND, BRIAN C.
HOLLAND, LISA C.
PARCEL #004493001
(D.B. 1969, PG. 0831)

LOT 1,2  BLK 36
1202 SWAN ST

NOW OR FORMERLY
POWELL, MARSHALL L. JR.

POWELL, JENNIFER
PARCEL #004466001
(D.B. 2096, PG. 0795)

LOT W PT 11-12  BLK 30
407 W MARTIN ST
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EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL
HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED BETWEEN
GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED
AT ALL EXISTING AND PROPOSED PIPE ENDS



TBM: PK NAIL IN POWER POLE
ELEVATION: 11.50

NOW OR FORMERLY
MATTHEWS, CHRISTIE HUDGINS  TTEE

PARCEL #004413000
(D.B. 2002, PG. 0856)

LOT 1 BLK 23
1107 CARDINAL ST

NOW OR FORMERLY
MWRITTENBERRY, EDWIN G  TTEE

PARCEL #004451000
(D.B. 2109, PG. 0687)

LOT 1 BLK 29
1106 CARDINAL ST

NOW OR FORMERLY
CASTRO, TOMAS

FARACCA, DANYELLE J
PARCEL #004456000

(D.B. 1549, PG. 0199)
LOT 10 BLK 29
1107 SWAN ST

NOW OR FORMERLY
READ, MARIE RUGGIERO

PARCEL #004466002
(D.B. 2456, PG. 0875)

LOT E PT 11-12  BLK 30
405 W MARTIN ST

NOW OR FORMERLY
MOONLIGHT BAY PROPERTIES LLC

PARCEL #004457000
(D.B. 2670, PG. 0229)

LOT 1  BLK 30
1200 CARDINAL ST

NOW OR FORMERLY
MERRILL, STUART
PARCEL #004429001
(D.B. 2690, PG. 0229)

LOT 13  BLK 24
1201 CARDINAL ST
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NOW OR FORMERLY
SAPLING LAND COMPANY, LLC

PARCEL #004379000
(D.B. 1717, PG. 0261)
LOT 1-R BLK 17 SEC
1106 BLUE JAY ST

NOW OR FORMERLY
MERAKLIS, HARRY JOHN

PARCEL #004387000
(D.B. 2690, PG. 0638)

LOT 10 BLK 17 SEC
1107 FOX ST

NOW OR FORMERLY
JOYCE, KEVIN

PARCEL #004413001
(D.B. 2461, PG. 0536)

LOT 1 BLK 23
1106 FOX ST

FO
X 

ST
.

WEST MARTIN ST.31+00 32+00 33+00 34+00 35+00

NOW OR FORMERLY
BATH ENTERPRISES, INC

PARCEL #004337000
(D.B. 1632, PG. 0179)

LOT 8-10 & PT 1-3 BLK, 8 SEC
1106 S CROATAN HWY

NOW OR FORMERLY
LRC KILL DEVIL INVESTORS, LLC

PARCEL #004330000
(D.B. 2329, PG. 0359)

LOT 1A  BLK 7
1200 S CROATAN HWY
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EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL
HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED BETWEEN
GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED
AT ALL EXISTING AND PROPOSED PIPE ENDS



NOW OR FORMERLY
DAVIDSON-PETERSON, SHARON H

PARCEL #004480000
(D.B. 0484, PG. 0304)

LOT 4 BLK 34
500 W AIRSTRIP RD

NOW OR FORMERLY
CUMMINGS, TODD SAMUEL

CUMMINGS, FRANCES R
PARCEL #004486000

(D.B. 2121, PG. 0656)
LOT 4 BLK 35

501 W AIRSTRIP RD

NOW OR FORMERLY
FLORES, JOSE FRANCISCO

PARCEL #004485001
(D.B. 2176, PG. 0396)

LOT 3 BLK 35
0 SWAN ST

NOW OR FORMERLY
MILTEER, RYAN C

MILTEER, MELISSA D
PARCEL #004485000

(D.B. 2513, PG. 0409)
LOT 2 BLK 35

1104 SWAN ST

W
 AIRSTRIP RD.

SWAN ST.
SWAN ST. 11+00 12+00 13+00 14+00 15+00

CIPCULVERT INLET PROTECTION (TYP)

CIP

TBM
:

SURVEY TRAVERSE SPIKE

ELEVATIO
N:

11.50

NOW OR FORMERLY
HEUNEMAN, WILLIAM

HEUNEMAN, KRISTIN LEIGH
PARCEL #004474000

(D.B. 2596, PG. 0361)
LOT 4 BLK 33
906 SWAN ST

NOW OR FORMERLY
CAMILLUCCI, SHARON G TRUSTEE

PARCEL #004475000
(D.B. 1649, PG. 0165)

LOT 5 BLK 33
908 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

PARCEL #004478000
(D.B. 2087, PG. 0837)

LOT 1 BLK 34
1000 SWAN ST

NOW OR FORMERLY
INGRAM, WILLIAM E III

INGRAM, IVY R
PARCEL #004478001

(D.B. 1359, PG. 0409)
LOT 2 BLK 34

1002 SWAN ST

NOW OR FORMERLY
O'HARA, KEVIN F  TTEE

O'HARA, KATHRYN A  TTEE
PARCEL #004479000

(D.B. 2720, PG. 0053)
LOT 3 BLK 34

1004 SWAN ST

W
 C

LAR
K ST.

SWAN ST.

16+00 17+00 18+00 19+00 20+00

CIPCULVERT INLET PROTECTION
(TYP)

IP INLET PROTECTION
(TYP)

CIP
CIP

NOW OR FORMERLY
FLOSSER, DANIEL S

PARCEL #004467000
(D.B. 2380, PG. 0438)

LOT 3 BLK 32
804 SWAN ST

NOW OR FORMERLY
WOLFF, CHRISTINE H

PARCEL #004468000
(D.B. 1994, PG. 0301)

LOT 4 BLK 32
806 SWAN ST

NOW OR FORMERLY
WHITE, JEREMY O

WHITE, AMY P
PARCEL #004469000

(D.B. 2287, PG. 0853)
LOT 5 BLK 32
808 SWAN ST

NOW OR FORMERLY
CONTE, DEBORAH ANN

MCVAY, LESLIE KATHLEEN
PARCEL #004472000

(D.B. 2154, PG. 0487)
LOT 1 BLK 33
900 SWAN ST

NOW OR FORMERLY
HARRIS, JACKIE L
HARRIS, BETTY S
PARCEL #004473000

(D.B. 2033, PG. 0162)
LOT 2 BLK 33
902 SWAN ST

NOW OR FORMERLY
BELMAN, EDNA G
PARCEL #004474003

(D.B. WB 18E, PG. 0231)
LOT 3 BLK 33
904 SWAN ST

C
O

R
R

IG
AN

 ST.

SWAN ST.

21+00 22+00 23+00 24+00 25+00 26+00
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EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL
HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED BETWEEN
GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED
AT ALL EXISTING AND PROPOSED PIPE ENDS
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EROSION AND SEDIMENT CONTROL NOTES:

1. SILT FENCE TO BE INSTALLED AS DIRECTED BY
ENGINEER.

2. ALL EXISTING AND PROPOSED DROP INLETS WILL
HAVE INLET PROTECTION VIA NON-WOVEN
GEOTEXTILE UNDER GRATE, SECURED BETWEEN
GRATE AND FRAME.

3. CULVERT INLET PROTECTION SHALL BE PROVIDED
AT ALL EXISTING AND PROPOSED PIPE ENDS

IPINLET PROTECTION

CIP CULVERT INLET
PROTECTION

CIP
CULVERT INLET

PROTECTION



V24031

####

DETAILS

C-501

04/07/2025

1. The safety of the general public and of the contractor's workers is of paramount concern on this project. The contractor and all subcontractors shall read carefully and
comply with the provisions set forth in the Contract Documents, including, but not limited to Article 4 of the General Conditions.

2. The horizontal and vertical location and size of the existing underground utilities shown on the plans is approximate only, with the exception of locations where existing
water mains & sanitary sewer force mains were test-pitted by Town forces.  The contractor is responsible for contacting the utility owner and "NC One-call" to verify the
location and size of all utilities prior to commencing construction activities. Contractors shall take all necessary precautions with the various utilities to protect the health
and safety of his crews and the general public. See also Section 3.01, Paragraph A of the Technical Specifications. Hand-digging to verify depth of existing utilities is
required for utilities of all depths, even for those installed to non-standard, excessively shallow depths.

3. The proposed alignment of the new pipelines and structures may be adjusted in the field to minimize conflicts with existing structures, utilities, etc.  The Town must
approve all alignment changes. Adjustments of structure tops or rims, from those indicated on the plans, may also be required.  See Section 3.08, subparagraph B.4 of
the Technical Specifications.

4. Contractor shall temporarily remove existing signs, mail boxes, fences, storm sewer pipe and other structures as required for the installation of the utility.  Items shall be
reinstalled to their original condition. Traffic control signage shall be replaced as soon as work proceeds past their location.  In no case shall traffic control signs be
taken out of service overnight. All mail boxes are to be replaced daily; include cost in the cost of the work necessitationg mailbox removal.

5. Contractor shall support existing power poles, fences, culverts, pavement, curbing and other structures during construction; damaged items shall be repaired to their
condition before work began, or better. All such supporting, protecting and repair shall be at no additional cost.

6. Removal of concrete driveways needed to install the new line will begin at the edge of the street (except where clearly shown otherwise) and extend back as indicated
on these drawings for each driveway; generally, the indicated limit of removal is at an existing joint.  Where Contractor finds it necessary to extend cut and removal
farther back than indicated, and the Town and Engineer approve the additional removal, the additional area of cut and replacement shall be without additional
compensation. If such additional cut would leave a section of driveway less than 2' long back to the next existing joint or crack, the additional cut shall be extended to
that existing joint or crack rather than leave the existing less than 2' section in place.  Where the limits of removal do not coincide with an existing joint, the entire width
of the driveway shall be sawcut.  Replaced concrete drives shall be 6” thick for the first 3' adjacent to the roadway and then may taper to 4” thick. Asphalt drive repairs
shall be to the same standard as street pavement repairs as shown on the project details.  Contractor shall finish new driveway to match existing.  Contractor will
photograph all driveways, pavement conditions in areas of work, and well point discharge locations prior to beginning work in order to document all pre-existing
conditions. Contractor shall provide electronic copy of photographs to Town prior to construction. See also Roadside Restoration Notes, this sheet.

7. Contractor shall install Inlet Protection and Silt Fence as shown in Plan to protect drainage facilities and prevent migration of sediment-laden runoff onto private
property. If Contractor elects to have a project-specific "yard" or staging area within or near the project area, he shall prepare and submit for approval to the Engineer
and Erosion and Sediment Control Plan, which shall include as a minimum the following:

a. A Temporary Gravel Construction Entrance/Exit as detailed on Sheet C-504.
b. Silt Barrier Fence for Inlet Protection as detailed on Sheet C-504 to protect any storm drainage drop inlets in the vicinity.
c. Gravel Inlet Sediment Filter inlet protection as detailed on Sheet C-504 to protect any curb inlets in the vicinity.
d. Appropriate and effective perimeter protection to protect any sediment-laden runoff from the area from migrating onto adjacent property or entering any ditch or

swale.  This may be in the form of Silt Fence as detailed on Sheet C-504 or the preservation of an undisturbed, vegetated filter strip not less than 10' in width,
or a combination,  as deemed effective by the Engineer.

8. There will be no direct payments for replacement of storm drainage lines and/or structures disturbed during construction. The cost of replacement, including the
provision of new material where needed, shall be included in the other various unit prices of the contract. The existing pipe and structures may be re-used if they have
not been damaged during construction and are otherwise structurally sound. The Town, or its designated representative, shall make final determination as to whether
or not a section of pipe or structure is suitable to re-use.

9. Contractor is responsible for all required traffic control including appropriate signage for temporary detours in accordance with NCDOT and MUTCD standards.

10. Prior to any planned water outages the contractor shall notify all affected businesses  48 hours in advance. Contractor shall distribute door hangers approved by the
Town for notification of planned water outage. A Town of Kill Devil Hills Department of Public Services staff member shall accompany contractor for all notifications at
affected properties. Contractor shall notify the Engineer 7 days in advance of any planned water outages. The Kill Devil Hills Fire Department shall be notified if fire
hydrants are affected by the outage.

11. Well point discharge water may be released only at locations approved by the Engineer or other Town official.  No discharge permitted on private property or where
there is no drainage swale, ditch or pipe. Contractor shall extend discharge hose as needed to reach approved release site without additional compensation.
Pre-approved sites include the existing stormwater manholes, and at each new MH as it is constructed, provided that the mortar has fully set so as not to be damaged
by hose discharge.

12. All work is to be conducted within the street right of way as shown. Contractor shall assure that no improvement installed as part of this
project is on private property. No work or other Contractor activity, storage, etc. shall be conducted on private property, or public property
outside the street right of way, except with express written permission of the property owner as provided in the Contract Documents.

13. If any existing water lines are offset in the proposed work, the existing pipe may be Asbestos-Cement (AC) pipe. The contractor shall verify
pipe, material and size prior to ordering fittings.

14. AC pipe shall be cut with a chain cutter.  Pipe ends shall be cleaned as necessary with a hand saw using the wet method. Only properly
trained and certified personnel may work on AC pipe.

15. Thrust restraint in the form of concrete and Romac grip rings (or approved equal) shall be used at all tees, bends, and fittings. Thrust blocks
shall be used behind Fire Hydrants.

16. Contractor shall assure that no Fire Hydrant or other Water Main appurtenance, or portion of same, is on private property.

17. Existing pipe, structures, frames and/or grates, fittings and other materials to be removed in performing the work shall be removed with care
and delivered to the Town's yard or other facility as directed by the Town's representative, unless said representative advises contractor in
writing that such materials are not wanted, in which case they may be salvaged by the contractor or shall be disposed of properly.

18. Stub that receives flow shall have a female/bell factory end. Stub that discharges flow shall have a male/spigot factory end.

19. If existing road has pavement striping, it shall be restriped to its original condition.
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SECTION G-G (SECTION THRU ROADSIDE SWALE)
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1" Maximum Lip (typ)

Theoretical Grade Connecting
Driveway Flowlines (typ)

2" minimum, 4" maximum to allow for retention of
future buildup of turf. Where advised by Engineer,
leave swale & other roadside areas down 1 1/2"
additional below for homeowner-installed SOD.
Failure To Provide This Relationship Will Cause
The Swale To Be Rejected.

1 Piece of SOD
(install crossways to swale, typ)
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Minimize disturbed area during swale
construction, leaving existing vegetation where
feasible, without exceeding maximum slope of 4:1.

*
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MAILBOX RELOCATION DETAIL

Note:
Mailbox Post Shall Be
Tight And Not Wobble
After Installation.

24” x 24” x 8” concrete
encasement to be used only
where full 18” embedment of

post is prevented by storm
drain or other obstacle.
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(see note)

SECTION E-E (SECTION @ DRIVEWAY) WITH DRIVEWAY HUMP

Driveway Hump Note:
To prevent stormwater from road from
going beyond R/W line. 8' length and
location of ridge may vary based on grade
requirements. Don't exceed 8% without
approval from Engineer or Town Rep.

Alternate:
Where indicated on drawings, hump may
begin at edge of pavement.

ENTRANCE / ROADSIDE SWALE DETAILS
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NOTES:

1. CENTERLINE OF DRIVEWAY SWALE SHALL BE A MINIMUM OF 2" LOWER THAN
PROPOSED EP GRADE OR EXISTING DRIVEWAY MATCH GRADE ELEVATION.

2. ALL NEW DRIVEWAYS, WHERE NONE EXIST OF CONCRETE OR ASPHALT,
SHALL BE CONCRETE AND EXTEND FROM THE ROAD SURFACE TO THE
TOWN RIGHT OF WAY. CONCRETE DRIVEWAYS SHALL BE A MINIMUM OF TEN
FEET (10') IN WIDTH AND FOUR INCHES (4") IN DEPTH, EXCEPT FOR THE
FIRST THREE FEET (3') ADJACENT TO THE PAVED ROAD SURFACE WHICH
SHALL BE SIX INCHES (6") IN DEPTH, 3,000 PSI CONCRETE. ASPHALT SHALL
BE TWO INCHES (2") IN DEPTH WITH FOUR INCHES (4") OF ABC. WIDTHS OR
LENGTHS EXCEEDING THESE SHALL BE THE RESPONSIBILITY OF THE
PROPERTY OWNER EXCEPT WHERE AN EXISTING CONCRETE OR ASPHALT
DRIVEWAY IS WIDER THAN TEN FEET (10'), IT SHALL BE REPLACED IN KIND.

3. AT RIGHT OF WAY LINE, LONGITUDINAL SLOPE OF DRIVEWAY SHALL BE
TOWARD THE STREET, NEVER TOWARD THE DWELLING.

4. FORM AND PLACE DRIVEWAYS WITH SWALES AT PLAN GRADE, BY SURVEY.

5. DRIVEWAYS NOT WITHIN REASONABLE TOLERANCE, AS DETERMINED BY
ENGINEER, OF PLAN GRADE WILL BE REJECTED.

6. IN ALL CASES, DRIVEWAY SWALES SHALL HAVE A STRAIGHT, CONTINUOUS
FALL ACROSS ENTIRE DRIVEWAY.  SWALES WITH PONDING DEEPER THAN
¼" IMMEDIATELY AFTER RAIN AND/OR FLOW STOPS WILL BE REJECTED.

7. WHERE FIELD CONDITIONS ARE FOUND WHICH APPEAR TO MAKE
COMPLIANCE WITH DESIGN GRADES AND THESE STANDARDS IMPOSSIBLE,
OR WHICH APPEAR TO RESULT IN EXCESSIVE OR INAPPROPRIATE SLOPES,
CONTACT ENGINEER IMMEDIATELY.

8. ALL DRIVEWAYS SHALL BE BROOM - FINISHED EXCEPT EXISTING EXPOSED
AGGREGATE SHALL BE PATCHED OR REPLACED, AS APPLICABLE, WITH
EXPOSED AGGREGATE.

2% MIN., 6% MAX.
(SEE PLAN FOR SLOPE)
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ENTRANCE WITH SIDEWALK DETAIL

curb & gutter or
2' stone shoulder where
no curb & gutter(typ)

concrete sidewalk
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no curb & gutter(typ)

stone shoulder
curb & gutter

concrete sidewalkconcrete sidewalk m
ax

1.
5%m
ax

1.
5%

R/W Location Varies

sidewalksidewalk

grassgrass grass

NOTE:
SEE PLAN & PROFILE SHEETS FOR
DETAILED GRADING

Pavement
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ROADSIDE RESTORATION NOTES:
Except where otherwise directed by the Engineer or the Owner, the contractor shall restore the roadside area subject to the following:

1. Driveways shall be replaced in accordance with General Note 6 on this sheet and details provided elsewhere in these Drawings, and in the
Technical Specifications. In addition, driveways, and portions of driveways, being removed and replaced with this work shall have a
positively-graded flowline established where feasible.  Generally, it shall be considered feasible to establish such a flowline unless the driveway
(or portion) has a strong (>2%) slope toward the street. The Engineer or his representative will, upon Contractor's request, provide guidance in
establishing flowline grades.

2. The formwork for all driveways and entrances shall be inspected and approved by the Engineer or his representative, or by Town staff, before
placement of driveway materials.

3. Except where waived by the Engineer or his representative, or by Town staff, earthen areas between driveways shall be graded to form a swale,
see details on this sheet.  Unless otherwise noted on the drawings, the grade of such swale shall be established by connecting the grades of the
driveway flowlines described above, but lowered by 2” as an allowance for the natural buildup of turf.  Generally, the requirement to establish
such swales shall not be waived except in cases where the prevailing grade in the vicinity of the work makes it impossible to attain a swale
without excessive cuts or excessively steep side slopes. The removal and disposal of any excess material generated by establishment of such
swales shall be incidental to the work.

4. Generally, where adjacent property owners have plantings, landscape materials, ornamental objects, etc. within the right of way, those items will
be removed by such owners in response to notice by the Town.  Any remaining items not removed shall generally be deemed abandoned by
their owner and shall be removed as necessary to enable installation of the work, and disposed of in a lawful manner.  In case of any doubt as
to the status of any such item, Contractor shall ask the Engineer or Owner's representative for a determination.

5. All roadside areas which are disturbed by the Contractor's work, but which are not to be replaced with concrete, asphalt or other hard surface,
shall have turf established in accordance with the provisions of these Drawings and the other Contract Documents.

6. The Contractor shall use great care to avoid damage to the pavement of existing roadways, paved shoulders, driveways and bike/multipurpose
lanes. Such care may include the selection of the type of equipment (wheeled or tracked, type of track, etc.) used, the placement of protective
materials over such surfaces, and/or other measures. Contractor shall be responsible for all damage caused during construction. Cracked or
otherwise damaged concrete pavement shall be cut out and replaced, with finish matching as nearly as practical, to the extent set by the
representative of the Engineer or Owner.  Cracked, scarred, gouged or damaged asphalt surfaces shall be repaired or replaced if, in the
determination of the Engineer, the damage is more than superficial or cosmetic. Generally, scars or gouges deeper than 1/16” will not be
deemed superficial or cosmetic. The method of repair or replacement shall be submitted to the Engineer for consideration and approval.

04/07/2025
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DETAIL FOR ROAD CROSSING TO SDLHDI

12" X 6" HDPE
ECCENTRIC REDUCER

6" DI

HDPE TEE

NOTE:
ECCENTRIC REDUCER MAY BE ROTATED AS
NECESSARY TO AVOID UTILITY CONFLICTS
ENCOUNTERED IN THE FIELD.

12" HDPE
D" PIPE

(D = 12" - 24"
PER PLANS)

D" X 12" HDPE
ECCENTRIC
REDUCER

"A"7.5"

24" X 6" TEE 21.0" 6" (MIN)
18" X 6" TEE 17.8" 6" (MIN)
15" X 6" TEE 16.1" 6" (MIN)
12" X 6" TEE 14.5" 6" (MIN)

TO FD
7.75"
7.75"
7.75"
7.75"

"A" DI CONNECTOR
46.75" OR 3.90'
40.55" OR 3.38'
37.35" OR 3.11'
34.25" OR 2.85'

INVERT  TO  RIM  FD
34.75" OR 2.90'
31.55" OR 2.63'
29.85" OR 2.49'
28.25" OR 2.35'

CL  TO  CL  FDTEE SIZE

FD

6"

7.
75

" O
R

0.
64

6'

FD

"A
"

6"

4:1 4:1 (MAX)

R
 / 

W
 L

IN
E

C
EN

TE
R

LI
N

E 
O

F

R
 / 

W
 &

 P
VM

T

STRUCTURE RIM
PER PLAN

SPECIAL DESIGN
LOW-HEAD DROP INLET

(SDLHDI)

OFFSET FROM CL TO SWALE VARIES

"STRUCTURE INVERT," PER PLAN

HDPE "N12" TEE  (FOR MAIN PIPE SIZES 12" - 24". USE "INSERTA TEE" FOR LARGER SIZES.)
FOR STRUCTURE ON END OF PIPE. USE 12" X 6" REDUCER.
IF 12" CROSS PIPE TIES IN, USE CROSS PLUS REDUCER

6" DUCTILE IRON CONNECTOR PIPE
ADJUST LENGTH & SLOPE TO SUIT PLAN LOCATIONS &
INVERTS OF STRUCTURE AND HDPE STORM DRAIN.
USE HDPE REDUCING COUPLER AS REQUIRED TO
TIE INTO STORM DRAIN AS SHOWN IN PLANS.
PROVIDE COUPLING TO FLOOR DRAIN UNTIL
CONCRETE ENCASEMENT "LOCKS" DRAIN TO PIPE.
COORDINATE WATERTIGHT CONNECTION TO TEE.

CONCRETE COLLAR/ENCASEMENT
  6" WIDE ALL AROUND.

  SLOPE SIDES (NOT ENDS) 4:1 TO MATCH SWALE.
  DEPTH:  12" PLUS AS NEEDED FOR 3" MIN. ENCASEMENT

     AROUND BOTTOM OF FLOOR DRAIN.

EXISTING WATER MAIN   (TYPICAL LOCATION)
LOCATION AND DEPTH SHOWN ON PLANS IS AS PROVIDED

BY MR. WILLIAM WATERFIELD, DEPT. OF PUBLIC SERVICES, AND
SHOULD BE CONSIDERED APPROXIMATE.  HAND-DIG AND

FIELD-VERIFY LOCATION AND DEPTH OF WM AT EVERY CROSSING,
INCLUDING CONNECTOR PIPES FOR THESE SPECIAL DESIGN DI'S..

FLOOR DRAIN (FD)
SIDE OUTLET, MIN 12" GRATE (ROUND OR SQUARE)*

CORROSION-RESISTANT, VANDAL-PROOF GRATE,
35 SQ IN MIN. FREE GRATE AREA

* CONTRACTOR SHALL COORDINATE OUTLET TYPE
TO SUIT DI CONNECTOR PIPE.

RIGHT OF WAY HALF-SECTION

1" (TYP)

FD INSTALLED ABOVE HDPE WHERE SHOWN ON PLANS.

IP

ZURN MODEL Z610-90-6NH-DG-HL-VP-LT

ZURN MODEL Z610-6NH-DG-HL-VP-LT

NEWLY-OVERLAID PAVEMENT SURFACE

ED
G

E 
O

F 
PV

M
T

ED
G

E 
O

F 
SH

O
U

LD
ER

2' SHOULDER

CL CL

PAVEMENT OVERLAY DETAIL
NOT TO SCALE

2' ABC SHOULDER
(WHERE SHOWN ON PLANS)

1" SAND LAYER

4.0%
4:1 MAX

4:1 MAX

TOP OF STONE TO BE
2" BELOW FINISHED
OVERLAY GRADE

EXIST. PVMT.

3" ASPHALT CONCRETE **
SURFACE COURSE OVERLAY,
NCDOT TYPE SF9.5A

ADDITIONAL NOTES:

1.  TOP OR RIM ELEVATION AND INVERT ELEVATION SHALL
BE NOTED ON PLAN.

2.  IN LIEU OF THE ROUND 840.51, CONTRACTOR MAY
SUBSTITUE NCDOT "BRICK JUNCTION BOX " 840.32, 3' X 3',
AS MH, AND WITH SAME MODIFICATIONS NOTED ABOVE
LEFT AS MH+.

1' MIN. OF NCDOT # 5 STONE AROUND ENTIRE
PERIMETER OF MH AND MH+, FLARE NEAR SURFACE TO
2'.  ENCASE FULLY IN DRAINAGE FILTER FABRIC (NCDOT

SPEC, TYPE 1).  ALL FILTER FABRIC LAPS SHALL BE 1'
MINUMUM AND SECURED WITH WIRE BEFORE

BACKFILLING.  PROVIDE NOT LESS THAN (6) OPENINGS
IN SIDE WALL OF STRUCTURE, EACH 8 SQUARE  INCHES

MIN. AREA, LOCATED WITHIN FIRST 18" VERTICAL ABOVE
LOWEST INVERT.  COVER OUTER OPENING WITH 1/4"

GALVANIZED HARDWARE CLOTH EMBEDDED IN MORTAR.

Grade Per Plan

Brick Manhole (NCDOT 840.15)

12
"-1

8"
(P

er 
Plan

)

Grade Per Plan

MANHOLE  PLUS  (MH +)

2.0'

1.0'

18
" M

IN
.

24
" M

AX
.

3'
 M

IN
.

2'-6" VARIES

R
IG

H
T 

O
F 

W
AY

 O
R

PR
O

PE
R

TY
 L

IN
E

VARIES
(MIN. 1')

RESTRAIN ALL JOINTS

FINISHED
GRADE

4 C.F. #57
CRUSHED

STONE

COMPACTED
BACKFILL

HYDRANT

VALVE BOX

 GATE VALVE

WATER MAIN
(SEE PLANS)

6" D.I.
BRANCH

DI PIPE
PER SPECS

UNDISTURBED
SOIL

FIRE HYDRANT DETAIL
SCALE: NTS

6" GATE VALVE

6" TEE

REPLACEMENT DETAIL, FIRE HYDRANT WITH PUSH ON TEE
SCALE: NTS

6" MJ SLEEVE
EXISTING

WATER MAIN

 DRY BAG OF CONCRETE MIX,
PLACED TIGHTLY BETWEEN
FH ASSEMBLY AND SOIL
(TYP., 6 BAGS)

4" Surface Course (2 Lifts) NCDOT Type SF9.5A

8" Aggregate Base Course (ABC) or
4" Asphalt Concrete NCDOT Type B25.0.

Compacted Subgrade

4:1 Max

4:1 Max
MG

PAVEMENT WIDENING
ADJACENT TO STONE SHOULDER

NOT TO SCALE

CURB & GUTTER
(WHERE SHOWN ON PLANS)

2' ABC
SHOULDER

(WHERE SHOWN
ON PLANS)

4.0%4:1 MAX

4:1 MAX
EXIST. PVMT.

TOP OF STONE TO BE
2" BELOW FINISHED

OVERLAY GRADE

1" SAND LAYER

3" ASPHALT OVERLAY**
SURFACE COURSE OVERLAY,
NCDOT TYPE SF9.5A (2 LIFTS)

2" INTERMEDIATE ASPHALT

ROAD WIDENING
(WHERE SHOWN

ON PLANS)

6" ABC

3" ABC

PAVEMENT WIDENING
ADJACENT TO CURB AND GUTTER

NOT TO SCALE

6" ABC

VARIES

MIN 6" OF
STONE

DRIVEWAY FEATHERING DETAIL
NOT TO SCALE

L APPROX.
1/4"

3" ASPHALT OVERLAY (UNLESS OTHERWISE
STATED AS NEW GRADES ON PLANS)
NCDOT TYPE SF9.5A

EXISTING PAVEMENT

SPOT PATCH REPAIR DETAIL
(WHERE NOTED ON PLAN OR DIRECTED BY ENGINEER)

NOT TO SCALE

SAWCUT & REMOVE EXISTING FAILED PAVEMENT
AND REPLACE WITH 3" MIN. ASPHALT CONCRETE
INTERMEDIATE COURSE, NCDOT TYPE I19.0B

VARIES,
O.D. OF PIPE + 24"

WATER MAIN
OR OTHER PIPEPIPE BEDDING

SELECT FILL (AND /OR FLOWABLE
FILL, WHERE REQUIRED)

8" AGGREGATE
BASE COURSE (ABC)

SURFACE OF
EXISTING ROAD

EXISTING
PMVT.

SECTION

ASPHALT OVERLAY (SEE
PLAN FOR TOTAL
THICKNESS & # OF LIFTS)

PE
R

 P
LA

N

PAVEMENT PATCH DETAIL
NOT TO SCALE

PAVEMENT PATCH NOTES:

1. KDH STANDARD ROAD PAVEMENT SECTION =
4" ASPHALT (2 LIFTS)
8" ABC

2. PAVEMENT PATCH SECTION SHALL BE 1" ASPHALT PLUS THE GREATER OF:
KDH STANDARD ROAD PAVEMENT SECTION (1 ABOVE), OR
EXISTING PAVEMENT SECTION + ASPHALT OVERLAY.

3. IN PAVEMENT PATCH SECTION & KDH STANDARD PAVEMENT SECTION, 2" OF
ABC MAY BE REPLACED BY 1" OF ASPHALT.

4. ALL BUT TOP 3" OF PAVEMENT PATCH SHALL BE B25.0 BASE ASPHALT OR I19.0B
ASPHALT UNLESS SURFACE MIX ASPHALT IS APPROVED BY THE ENGINEER.

5. PLACEMENT OF ABC ABOVE SELECT FILL, UP TO SURFACE OF EXISTING ROAD,
SHALL BE PLANNED SO THAT WHEN EXCESS ABC IS DUG OUT FOR ASPHALT,
REMAINING ABC + PATCH ASPHALT MEETS THICKNESS REQUIREMENTS FOR
PATCH SECTION.

6. FLOWABLE FILL IS TO BE PROVIDED OVER STORM DRAIN PIPING IN LIEU OF
SELECT FILL FOR ALL STORM  STREET CROSSINGS UNDER ASPHALT.

RESTRAINED JOINTS
THRUST RESTRAINT SHALL BE ACCOMPLISHED USING

JOINT RESTRAINT DEVICES, AS SET FORTH IN THE
WATER LINE SPECIFICATIONS.

RESTRAIN ALL SIDE STREET TIE-INS (ENTIRE LENGTH +
1ST JOINT OF EXISTING PIPE.)

WATER MAIN VERTICAL OFFSET DETAIL
(UNDER SANITARY OBSTRUCTIONS)

NOT TO SCALE

SANITARY PIPE

20' **VARIES VARIES

18" MIN
SEPARATION

C900
WATER

MAIN

DUCTILE IRON
WATER MAIN

DUCTILE IRON
22.5°BEND (TYP) *

VA
R

IE
S

VA
R

IE
S

RESTRAIN JOINTS

C900
WATER
MAIN

DUCTILE IRON
WATER MAIN

** OFFSET PIPE SHALL BE CONSTRUCTED
OF FERROUS MATERIAL AND WITH
JOINTS THAT ARE EQUIVALENT TO
WATER MAIN STANDARDS FOR A
DISTANCE OF 10' ON EACH SIDE OF THE
POINT OF CROSSING

* 45° BENDS MAY BE SUBSTITUED AS 
WARRANTED IN THE FIELD BY FIELD 
CONSTRUCTION REPRESENTATIVE

VARIES

MIN 6" OF
STONE

RESTRAINED JOINTS
THRUST RESTRAINT SHALL BE ACCOMPLISHED USING

JOINT RESTRAINT DEVICES, AS SET FORTH IN THE
WATER LINE SPECIFICATIONS.

RESTRAIN ALL SIDE STREET TIE-INS (ENTIRE LENGTH +
1ST JOINT OF EXISTING PIPE.)

WATER MAIN  VERTICAL OFFSET DETAIL
(UNDER STORM & NON-SANITARY OBSTRUCTIONS)

NOT TO SCALE

VARIES VARIES
PIPE OR OTHER
OBSTRUCTION

MIN 4' OR 1.5 TIMES
DIA OF PIPE OR
OBSTRUCTION,

WHICHEVER IS GREATER

VARIES VARIES

12" MIN
SEPARATION

C900
WATER

MAIN

DUCTILE IRON
WATER MAIN

DUCTILE IRON
22.5° BEND (TYP) * C900

WATER
MAIN

VARIES

RESTRAIN JOINTS

*  45° BENDS MAY BE SUBSTITUED AS
WARRANTED IN THE FIELD BY FIELD
CONSTRUCTION REPRESENTATIVE

VARIES

DUCTILE IRON
WATER MAIN
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SOD REQUIRED FOR SDLHDI; SEE SHEET C-505.

GATE VALVE

REPLACEMENT DETAIL, GATE VALVE
SCALE: NTS

RESTRAINED COUPLING

EXISTING
WATER MAIN

C900 PVC PIPE
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PEDESTRIAN / BIKE SAFE
GRATE

1. Nominal Size 24" x 36" x 4".
2. Traffic (HS20) Rated.
3. No Opening Wider Than 5/8" .
4. Openings > 35% of Grate area.

STORM STRUCTURE STATION AND OFFSET
REFERENCE CHART

CATCH BASIN (CB)
NCDOT 840.04 & 840.02

MANHOLE (MH)
NCDOT 840.51 & 840.53

DROP INLET (DI)
NCDOT 840.14 & 840.15

SDLHDI

Sta. 10+00, 12.00'L
℄ of Structure Both Ways

Sta. 10+00, 12.00'L
Face of  Curb/℄ of  Hood ℄ of  Structure
Perpendicular  to Face of  Curb/Hood

Sta. 10+00, 12.00'L
℄ of MH Cover

Sta. 10+00, 12.00'L
℄ of Structure Both Ways
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####

E AND S
NOTES

C-504

05/13/2025

SF

CONSTRUCTION SCHEDULE
1. OBTAIN PLAN APPROVAL AND OTHER APPLICABLE PERMITS.  NOTIFY ALL UTILITY COMPANIES (BY

CONTRACTOR) AND PROPERTY OWNERS (BY OWNER).
2. FLAG AND / OR ROUGH STAKE WORK LIMITS.
3. HOLD PRE-CONSTRUCTION CONFERENCE (OWNER, CONTRACTOR, ENGINEER, AND APPROPRIATE

GOVERNMENT OFFICIALS) AT LEAST ONE WEEK PRIOR TO START OF CONSTRUCTION ACTIVITIES.
4. INSTALL SILT FENCE AS NEEDED.
5. COMPLETE CLEARING AND GRUBBING PROCEDURES.
6. INSTALL WATER IMPROVEMENTS.
7. INSTALL STORM DRAINAGE PIPES AND STRUCTURES.  INSTALL INLET PROTECTION ON NEW

STRUCTURES. CUT DRIVEWAYS TO SUIT PIPE AND SWALE INSTALLATION.
8. INSTALL NEW ROADSIDE SWALES BY CUTTING, OR BY PARTIALLY FILLING EXISTING DITCHES, AS

APPROPRIATE. LEAVE SWALES 2" TO 4" LOW (PER SECTION F-F, SHEET C-501) AS ALLOWANCE FOR
SEDIMENT DEPOSITION.

9. REPLACE DRIVEWAYS AS SHOWN.
10. INSTALL OVERLAY FOR ROADWAYS .FINE-GRADE SWALE AREAS.  SEED AND MULCH ALL

DISTURBED AREAS.
11. ALL EROSION & SEDIMENTATION CONTROL PRACTICES WILL BE INSPECTED WEEKLY AND AFTER

HEAVY RAINFALL EVENTS, NEEDED REPAIRS WILL BE MADE IMMEDIATELY.
12. ONCE PROJECT AREA IS FULLY STABILIZED, REMOVE EROSION AND SEDIMENT CONTROL

MEASURES.

SOIL EROSION AND SEDIMENTATION CONTROL NOTES:
1. PROPOSED AREA TO BE DISTURBED CONSISTS OF AREAS WITHIN RIGHTS OF WAY

OF THE FOLLOWING STREETS:

S. CROATAN TO NINTH AVE ALONG W. MARTIN ST AND W. BAUM ST TO W. MARTIN ST
ALONG SWAN ST

 W. MARTIN ST - S. CROATAN HWY TO NINTH ST

SWAN ST - W. MARTIN ST TO W. BAUM ST

 W. BAUM ST - SWAN ST TO SIXTH AVE

2. AFTER ACCEPTANCE OF ALL PROJECT WORK, AND FULL ESTABLISHMENT OF
PERMANENT VEGETATION, CONTINUED MAINTENANCE OF PERMANENT
VEGETATION SHALL BE THE RESPONSIBILITY OF OWNER.

3. PROVIDE A GROUND COVER (TEMPORARY OR PERMANENT) ON EXPOSED SLOPES,
FOLLOWING COMPLETION OF ANY PHASE OF GRADING; AND, A PERMANENT
GROUND COVER FOR ALL DISTURBED AREAS WITHIN THE TIME FRAMES SET FORTH
IN THE GROUND STABILIZATION TIME REQUIREMENTS PROVISIONS ON THIS SHEET.
IF SAID ACTIVITIES OCCUR OUTSIDE TEMPORARY VEGETATION SEEDING DATES
(APRIL 1 THRU SEPT 30) THE TEMPORARY VEGETATION SEEDING SPECIFICATIONS
SHALL BE FOLLOWED FOR PLANTING UNTIL THE NEXT APPROPRIATE PERMANENT
SEEDING PERIOD, AT WHICH TIME PERMANENT VEGETATION SHALL BE
ESTABLISHED ACCORDING TO PERMANENT VEGETATION SEEDING SPECIFICATIONS
(SEE PERM AND TEMP SEEDING SPECIFICATIONS THIS SHEET).

4. IF EXCESSIVE WIND EROSION OR STORM WATER RUNOFF EROSION DEVELOPS
DURING TIME OF CONSTRUCTION IN ANY LOCATION ON THE PROJECT SITE,
ADDITIONAL SAND OR SILT FENCING SHALL BE INSTALLED AS DIRECTED BY THE
ENGINEER OR LOCAL GOVERNING OFFICIAL SO AS TO PREVENT DAMAGE TO
ADJACENT PROPERTY.  SEE SAND AND FENCE DETAIL THIS SHEET.

5. SOIL EROSION AND SEDIMENTATION CONTROLS TO BE INSPECTED, MAINTAINED
AND REPAIRED AS NECESSARY UNTIL PERMANENT VEGETATION OR OTHER
EFFECTIVE STABILIZATION IS ESTABLISHED.

SECTION II.B. - STORMWATER POLLUTION PREVENTION REQUIREMENTS IN THE
NC CONSTRUCTION GENERAL PERMIT

GROUND STABILIZATION

A) SOIL STABILIZATION SHALL BE ACHIEVED ON ANY AREA OF A SITE WHERE
LAND-DISTURBING ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY
CEASED ACCORDING TO THE FOLLOWING SCHEDULE:

I) ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL
SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3: 1) SHALL BE
PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND
COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN 7
CALENDAR DAYS FROM THE LAST LAND-DISTURBING ACTIVITY.

II) ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR
PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS
PRACTICABLE BUT IN ANY EVENT WITHIN 14 CALENDAR DAYS FROM THE
LAST LAND-DISTURBING ACTIVITY.

B) CONDITIONS - IN MEETING THE STABILIZATION REQUIREMENTS ABOVE, THE
FOLLOWING CONDITIONS OR EXEMPTIONS SHALL APPLY:

I) EXTENSIONS OF TIME MAY BE APPROVED BY THE PERMITTING
AUTHORITY BASED ON WEATHER OR OTHER SITE-SPECIFIC CONDITIONS
THAT MAKE COMPLIANCE IMPRACTICABLE.

II) ALL SLOPES 50' IN LENGTH OR GREATER SHALL APPLY THE GROUND
COVER WITHIN 7 DAYS EXCEPT WHEN THE SLOPE IS FLATTER THAN 4: 1.
SLOPES LESS THAN 50' SHALL APPLY GROUND COVER WITHIN 14 DAYS
EXCEPT WHEN SLOPES ARE STEEPER THAN 3: 1, THE 7
DAY-REQUIREMENT APPLIES.

III) ANY SLOPED AREA FLATTER THAN 4: 1 SHALL BE EXEMPT FROM THE
7-DAY GROUND COVER REQUIREMENT.

IV) SLOPES 10' OR LESS IN LENGTH SHALL BE EXEMPT FROM THE 7-DAY
GROUND COVER REQUIREMENT EXCEPT WHEN THE SLOPE IS STEEPER
THAN 2: 1.

V) ALTHOUGH STABILIZATION IS USUALLY SPECIFIED AS GROUND COVER,
OTHER METHODS, SUCH AS CHEMICAL STABILIZATION, MAY BE
ALLOWED ON A CASE-BY-CASE BASIS.

VI) FOR PORTIONS OF PROJECTS WITHIN THE SEDIMENT CONTROL
COMMISSION-DEFINED "HIGH QUALITY WATER ZONE" (I5A NCAC 04A.
0105) , STABILIZATION WITH GROUND COVER SHALL BE ACHIEVED AS
SOON AS PRACTICABLE BUT IN ANY EVENT ON ALL AREAS OF THE SITE
WITHIN 7 CALENDAR DAYS FROM THE LAST LAND DISTURBING ACT.

vii) PORTIONS OF A SITE THAT ARE LOWER IN ELEVATION THAN ADJACENT
DISCHARGE LOCATIONS AND ARE NOT EXPECTED TO DISCHARGE
DURING CONSTRUCTION MAY BE EXEMPT FROM THE TEMPORARY
GROUND COVER REQUIREMENTS IF IDENTIFIED ON THE APPROVED
E&SC PLAN OR ADDED BY THE PERMITTING AUTHORITY.

SEDIMENT FENCE (SILT FENCE)
SCALE: NTS

HARDWARE CLOTH AND GRAVEL INLET PROTECTION
SCALE: NTS

ROCK PIPE INLET PROTECTION
SCALE: NTSCONSTRUCTION ENTRANCE

SCALE: NTS

STAGING AREAS
A CONSTRUCTION ENTRANCE SHALL BE INSTALLED AT ALL STAGING /
STORAGE AREAS THAT WILL HAVE CONSTRUCTION VEHICLES
ENTERING / EXITING ALL PAVED STREETS.

GROUND STABILIZATION TIME REQUIREMENTS
 FROM THE NC DENR/DWQ

GENERAL PERMIT - NCG 010000
TO DISCHARGE STORMWATER UNDER THE

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM
FOR

CONSTRUCTION ACTIVITIES

6.06.2

CONSTRUCTION ENTRANCE NOTES
SCALE: NTS

XX

XX

XX

1

2

SEEDING SPECIFICATIONS
PERMANENT VEGETATION

TEMPORARY VEGETATIONSEEDING DATES: APRIL 1 - SEPTEMBER 30

SEEDING DATES: OCTOBER 1 - MARCH 31APPLICATION RATES / ACRE

SEED MIXTURE APPLICATION RATES / ACRE50  LBS
RYE GRAIN 175 LBS50  LBS

FERTILIZER 10-10-10 @ 1,000 LB/ACRE15 LBS

MULCH APPLY 4,000 LB/ACRE
STRAW. ANCHOR STRAW BY
TACKING WITH ASPHALT,
NETTING, OR A MULCH
ANCHORING TOOL. A DISK
WITH BLADES SET NEARLY
STRAIGHT CAN BE USED AS
A MULCH ANCHORING TOOL.

20 LBS

26-13-13 @ 500 LB/ACRE

APPLY 4,000 LB/ACRE
STRAW. ANCHOR STRAW BY
TACKING WITH ASPHALT,
NETTING, OR A MULCH
ANCHORING TOOL. A DISK
WITH BLADES SET NEARLY
STRAIGHT CAN BE USED AS
A MULCH ANCHORING TOOL.

GENERAL:
FERTILIZER:
RATES SHOWN ARE GENERAL RECOMMENDATIONS. FREQUENCY AND AMOUNT OF FERTILIZATION CAN
BEST BE DETERMINED THROUGH SITE SPECIFIC SOIL TESTING.
MAINTENANCE:
SATISFACTORY STABILIZATION AND EROSION CONTROL REQUIRES A COMPLETE VEGETATIVE COVER.
EVEN SMALL BREACHES IN VEGETATIVE COVER CAN EXPAND RAPIDLY AND, IF LEFT UNATTENDED,
CAN ALLOW SERIOUS SOIL LOSS FROM AN OTHERWISE STABLE SURFACE. A SINGLE HEAVY RAIN IS
OFTEN SUFFICIENT TO GREATLY ENLARGE BARE SPOTS, AND THE LONGER REPAIRS ARE DELAYED,
THE MORE COSTLY THEY BECOME. PROMPT ACTION WILL KEEP SEDIMENT LOSS AND REPAIR
COST DOWN. NEW SEEDLINGS SHOULD BE INSPECTED FREQUENTLY AND MAINTENANCE PERFORMED
AS NEEDED. IF RILLS AND GULLIES DEVELOP, THEY MUST BE FILLED IN RE-SEEDED, AND MULCHED AS
SOON AS POSSIBLE. DIVERSIONS MAY BE NEEDED UNTIL NEW PLANTS TAKE HOLD.

MAINTENANCE REQUIREMENTS EXTEND BEYOND THE SEEDING PHASE.
(UNTIL FULL COMPLETION IS DECLARED)

WEAK OR DAMAGED SPOTS MUST BE RE- LIMED, FERTILIZED, MULCHED, AND RE SEEDED AS
PROMPTLY AS POSSIBLE. REFERTILIZATION AND/OR WATERING MAY BE NEEDED TO FULLY ESTABLISH
VEGETATIVE COVER.

          E & S MEASURES, EXCEPT WHERE OTHERWISE NOTED, ARE TO BE INSTALLED BEFORE WORK
          BEGINS AND MAINTAINED UNTIL WORKSITE IS FULLY STABILIZED.

          MEASURE REQUIRED DURING PHASE 1 ONLY.

          MEASURE NOT TO BE PROVIDED UNTIL PHASE 2.
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SEED MIXTURE

BAHIA
COMMON BERMUDA
(UN HULLED)

GERMAN MILLETT

FESCUE

FERTILIZER
MULCH

THE CONTRACTOR SHALL NOT DISTURB ANY AREA FOR LAYDOWN/STAGING THAT IS NOT
WITHIN THE DISTURBED LIMITS. NOTIFY THE ENGINEER AND NCDEQ IF ADDITIONAL AREAS
ARE NEEDED OUTSIDE OF THE DISTURBED LIMITS. THE CONTRACTOR WILL BE RESPONSIBLE
FOR INSTALLING MEASURES AS NECESSARY TO PREVENT TRACKING DIRT AND MUD ONTO
PUBLIC ROADWAYS, AND ADDITIONAL EROSION CONTROL MEASURES TO PREVENT
SEDIMENT FROM RUNNING OFF THE SITE ONTO ROADWAYS OR ADJACENT PROPERTIES.

05/13/2025
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DI RIM1"

3'

3'

GG

SECTION G-G

ALTERNATE SOD INLET PROTECTION
DROP INLET & SDLHDI SEDIMENT FILTER

PLAN VIEW

ISOMETRIC VIEW

3'

3'

*

*

*

* 1.5' for SDLHDI

6.55.1Rev. 6/06

IP

CIP

6.53.1

6.55.3Rev. 6/06

*

INLET PROTECTION
SCALE: NTS

ROCK PIPE INLET PROTECTION NOTES
SCALE: NTS

ROCK PIPE INLET PROTECTION NOTES
SCALE: NTS

INLET PROTECTION
SCALE: NTS ROCK PIPE INLET PROTECTION NOTES

SCALE: NTS

PLOTTED: 10/1/2025 1:48 PM V:\2024\V24031 - KDH 05-06 Spring Fall Project\CAD\West Martin Improvements\Sheets\V24031 - DETAILS E and S.dwg

V2
40

31
 W

ES
T 

M
AR

TI
N

 IM
PR

O
VE

M
EN

TS

R
EV

IS
IO

N
S

SHEET NAME

SHEET #

Project #

Drawn by

Submittal Date

Scale

SWaM Certification

VA Firm #

715559

0405001994

W
E
S
T

 M
A

R
T

IN
 S

T
R

E
E
T

IN
F
R

A
S
T

R
U

C
T

U
R

E
IM

P
R

O
V

E
M

E
N

T
S

T
O

W
N

 O
F
 K

IL
L
 D

E
V

IL
 H

IL
L
S
 

D
A

R
E
 C

O
U

N
T

Y
, N

O
R

T
H

 C
A

R
O

L
IN

A

Th
is

 d
ra

w
in

g 
w

as
 p

re
pa

re
d 

fo
r u

se
 o

n 
a 

sp
ec

ifi
c 

si
te

 c
on

te
m

po
ra

ne
ou

sl
y 

w
ith

 it
s 

is
su

e 
da

te
 n

ot
ed

 b
el

ow
, a

nd
 it

 is
 n

ot
 s

ui
ta

bl
e 

fo
r u

se
 o

n 
a 

di
ffe

re
nt

 p
ro

je
ct

 s
ite

 o
r a

t a
 la

te
r t

im
e.

  U
se

 o
f t

hi
s 

dr
aw

in
g 

fo
r r

ef
er

en
ce

 o
r e

xa
m

pl
e 

on
 a

no
th

er
 p

ro
je

ct
 re

qu
ire

s 
th

e 
se

rv
ic

es
 o

f p
ro

pe
rly

 li
ce

ns
ed

 A
rc

hi
te

ct
s 

an
d 

En
gi

ne
er

s.
  R

ep
ro

du
ct

io
n 

of
 th

is
 d

ra
w

in
g 

fo
r r

eu
se

 o
n 

an
ot

he
r p

ro
je

ct
 is

 n
ot

 a
ut

ho
riz

ed
 a

nd
 m

ay
 b

e 
co

nt
ra

ry
 to

 th
e 

la
w

.

AS NOTED

A
M

ER
IC

A
N

En
gi

ne
er

in
g

Am
er

ica
n 

En
gin

ee
rin

g 
As

so
cia

te
s -

 S
ou

th
ea

st,
 P

.A
.

83
0 

G
re

en
br

ie
r C

irc
le

   
|  

 S
ui

te
 1

10
C

he
sa

pe
ak

e,
 V

irg
in

ia
  2

33
20

(7
57

) 4
68

 - 
68

00

057308
SEAL

PR

OFESSIONA
L

E N G I N E E R

N
O

R T H C A R OL IN
A

E
M

IL Y  R . Z E L T MA

N
N

04/07/2025



V24031

####

E AND S
NOTES

C-506

04/07/2025

PLOTTED: 10/1/2025 1:48 PM V:\2024\V24031 - KDH 05-06 Spring Fall Project\CAD\West Martin Improvements\Sheets\V24031 - DETAILS E and S.dwg

V2
40

31
 W

ES
T 

M
AR

TI
N

 IM
PR

O
VE

M
EN

TS

R
EV

IS
IO

N
S

SHEET NAME

SHEET #

Project #

Drawn by

Submittal Date

Scale

SWaM Certification

VA Firm #

715559

0405001994

W
E
S
T

 M
A

R
T

IN
 S

T
R

E
E
T

IN
F
R

A
S
T

R
U

C
T

U
R

E
IM

P
R

O
V

E
M

E
N

T
S

T
O

W
N

 O
F
 K

IL
L
 D

E
V

IL
 H

IL
L
S
 

D
A

R
E
 C

O
U

N
T

Y
, N

O
R

T
H

 C
A

R
O

L
IN

A

Th
is

 d
ra

w
in

g 
w

as
 p

re
pa

re
d 

fo
r u

se
 o

n 
a 

sp
ec

ifi
c 

si
te

 c
on

te
m

po
ra

ne
ou

sl
y 

w
ith

 it
s 

is
su

e 
da

te
 n

ot
ed

 b
el

ow
, a

nd
 it

 is
 n

ot
 s

ui
ta

bl
e 

fo
r u

se
 o

n 
a 

di
ffe

re
nt

 p
ro

je
ct

 s
ite

 o
r a

t a
 la

te
r t

im
e.

  U
se

 o
f t

hi
s 

dr
aw

in
g 

fo
r r

ef
er

en
ce

 o
r e

xa
m

pl
e 

on
 a

no
th

er
 p

ro
je

ct
 re

qu
ire

s 
th

e 
se

rv
ic

es
 o

f p
ro

pe
rly

 li
ce

ns
ed

 A
rc

hi
te

ct
s 

an
d 

En
gi

ne
er

s.
  R

ep
ro

du
ct

io
n 

of
 th

is
 d

ra
w

in
g 

fo
r r

eu
se

 o
n 

an
ot

he
r p

ro
je

ct
 is

 n
ot

 a
ut

ho
riz

ed
 a

nd
 m

ay
 b

e 
co

nt
ra

ry
 to

 th
e 

la
w

.

AS NOTED

A
M

ER
IC

A
N

En
gi

ne
er

in
g

Am
er

ica
n 

En
gin

ee
rin

g 
As

so
cia

te
s -

 S
ou

th
ea

st,
 P

.A
.

83
0 

G
re

en
br

ie
r C

irc
le

   
|  

 S
ui

te
 1

10
C

he
sa

pe
ak

e,
 V

irg
in

ia
  2

33
20

(7
57

) 4
68

 - 
68

00

057308
SEAL

PR

OFESSIONA
L

E N G I N E E R

N
O

R T H C A R OL IN
A

E
M

IL Y  R . Z E L T MA

N
N

04/07/2025


	Sheets and Views
	G-001 COVERSHEET
	G-002 OVERALL W. MARTIN ST.
	G-003 OVERALL SWAN ST. & W. BAUM ST.
	C-101 WEST MARTIN PLAN & PROFILE    STA 10+00 - STA 15+00
	C-102 WEST MARTIN PLAN & PROFILE    STA 15+00 - STA 20+00
	C-103 WEST MARTIN PLAN & PROFILE    STA 20+00 - STA 25+50
	C-104 WEST MARTIN PLAN & PROFILE    STA 25+50 - STA 35+00
	C-105 WEST MARTIN PLAN & PROFILE    STA 35+00 - STA 38+00
	C-106 SWAN ST. PLAN          STA 11+00 - STA 21+00
	C-107 SWAN ST. PLAN          STA 21+00 - STA 29+00 & W. BAUM ST
	C-108 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN
	C-109 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN
	C-110 EXISTING CONDITIONS & EROSION AND SEDIMENT CONTROL PLAN
	C-111 EXISTING CONDITIONS
	C-501 DETAILS
	C-502 DETAILS
	C-503 DETAILS
	C-504 E AND S NOTES
	C-505 E AND S NOTES
	C-506 E AND S NOTES


